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1
Introduction
For MIMO OTA requirements definition, the framework of TRMS requirements was approved during the RAN4 MIMO OTA Adhoc [1]. This contribution presents some initial TRMS measurement results for band 7. 
2
Discussion

We measure 10 commercial LTE smartphone, these devices are selected randomly and all of them support more than 4 different LTE bands (at least 1 low band (<1 GHz) and 1 high band (>= 1 GHz)). The test procedure follows that defined in [2], and all DUTs were positioned following the guidelines on Annex E. 

Tables below provides the measured TRMS results of 10 LTE handsets in Band 7.
Table 2-1: Handheld UE TRMS measurements at 70% TP in Band 7
	DUT
	Band
	RS-EPRE [dBm/15kHz] @70% TP
	TRMSaverage,70
	Total # Position Fail TP target
	Number of Supporting bands

	
	
	FS DMP
	FS DML
	FS DMSU
	
	
	All Bands
	LTE Bands

	1
	7
	-94.7737
	-95.4385
	-93.6333
	-94.6778
	0
	16
	5H, 2L

	2
	7
	-94.8626
	-96.0201
	-93.2493
	-94.8556
	0
	19
	5H, 5L

	3
	7
	-93.8712
	-91.3203
	-89.2907
	-91.8969
	0
	22
	10H, 10L

	4
	7
	-97.7397
	-98.204
	-94.4275
	-97.0834
	0
	32
	11H, 9L

	5
	7
	-94.051
	-93.4751
	-93.5268
	-93.6922
	0
	16
	4H, 2L

	6
	7
	-96.5231
	-96.1954
	-93.7139
	-95.6454
	0
	22
	10H, 10L

	7
	7
	-96.2987
	-96.1631
	-91.3323
	-95.1219
	0
	22
	11H, 9L

	8
	7
	-96.977
	-96.8094
	-95.379
	-96.4453
	0
	19
	5H, 5L

	9
	7
	-99.1068
	-98.8652
	-95.5890
	-98.1209
	0
	28
	8H, 9L

	10
	7
	-94.4819
	-94.2357
	-90.5592
	-93.4216
	0
	36
	11H, 10L


Table 2-2: Handheld UE TRMS measurements at 95% TP in Band 7

	DUT
	Band
	RS-EPRE [dBm/15kHz] @95% TP
	TRMSaverage,95
	Total # Position Fail TP target
	Number of Supporting bands

	
	
	FS DMP
	FS DML
	FS DMSU
	
	
	All Bands
	LTE Bands

	1
	7
	-92.9568
	-93.5954
	-91.8772
	-92.8666
	0
	16
	5H, 2L

	2
	7
	-92.9403
	-94.1694
	-91.3423
	-92.9681
	0
	19
	5H, 5L

	3
	7
	-91.9846 
	-89.3049
	-87.5065 
	  -89.9921
	0
	22
	10H, 10L

	4
	7
	-95.0901
	-95.6333
	-90.8632 
	-94.3175
	0
	32
	11H, 9L

	5
	7
	-91.9979
	-91.3377
	-91.3217
	-91.5640
	0
	16
	4H, 2L

	6
	7
	-94.4277
	-94.1531
	-91.5493
	-93.5555
	0
	22
	10H, 10L

	7
	7
	-94.2515
	-94.2948
	-88.6801
	-93.0734
	0
	22
	11H, 9L

	8
	7
	-95.0936
	-94.9055
	-93.2973
	-94.5035
	0
	19
	5H, 5L

	9
	7
	-96.8633
	-96.4008
	-92.2853
	  -95.6090
	0
	28
	8H, 9L

	10
	7
	-92.0393
	-91.5371
	-87.1083
	  -90.7161
	0
	36
	11H, 10L


3
Conclusions

In this contribution, we submit the measurements results for band 7 to define the TRMS requirements.  
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