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Introduction
A WF on band specific channel bandwidth for NR was proposed in RAN4 #NR-AH2 [1]. In this paper, we propose to add a new channel bandwidth for NR band 3.
Discussion
We propose to add a new channel bandwidth of 25MHz for NR Band 3 in case of SCS = 15 kHz, 30 kHz and 60 kHz. All channel bandwidths for band 3 are shown below.
Table 1 channel bandwidths for NR band 3
	NR Band
	Data SCS = 15kHz
	Data SCS = 30kHz
	Data SCS = 60kHz (for more than 1GHz bands)

	
	5MHz
	10MHz
	15MHz
	20MHz
	25MHz
	[40MHz]
	[50MHz]
	10MHz
	15MHz
	20MHz
	25MHz
	[40MHz]
	[50MHz]
	[60MHz]
	10MHz
(NOTE)
	15MHz
	20MHZ
	25MHz
	[40MHz]
	[50MHz]
	[60MHz]

	Band 3
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	
	
	[bookmark: _GoBack]Yes
	Yes
	Yes
	Yes
	
	
	

	NOTE: 90% spectrum utilization may not be achieved


 Proposal 1: A new channel bandwidth of 25MHz is added for NR Band3 in case of SCS=15 kHz, 30 kHz and 60 kHz.
Conclusions
In this paper, we have the following proposal:
Proposal 1: A new channel bandwidth of 25MHz is added for NR Band3 in case of SCS=15 kHz, 30 kHz and 60 kHz.
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