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During the June RAN4 NR ad-hoc, a Way Forward was agreed for transmission bandwidth configuration sizes for the proposed UE channel bandwidths for NR [1]. In many cases for below 6GHz a single value was agreed, although in some cases and for mm wave a range of PRB numbers is presented in the WF.
[2] outlined Ericsson’s view on the key considerations for setting spectrum utilization and potential utilization values. Regarding the revised WF, we believe that the utilization level of 12 PRBs for 10Mhz and 60khz SCS is likely to be too large to ensure that all of these criteria can be fulfilled for both the UE and the BS. Apart from this specific scenario, we believe that all numbers in each range are realistic for other scenarios. Thus proposed values are as follows:

For range 1:
	SCS [kHz]
	5MHz
	10MHz
	15MHz
	20 MHz
	25 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	135
	216
	270
	N.A
	N.A
	N.A

	30
	11
	24
	38
	52
	65
	106
	133
	162
	217
	273

	60
	N.A
	11
	18
	24
	32
	52
	65
	79
	107
	135


For range 2:

	SCS [kHz]
	50MHz
	100MHz
	150MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB

	60
	67
	136
	204
	275
	N.A

	120
	32
	67
	102
	137
	275


These values are conditioned on assumptions that the SEM, ACLR, regulatory requirements, blocking requirements etc remain as envisaged during the study.
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