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---- start of change 1 ----
9.8.2.2
MBSFN RSRP measurement report mapping

The reporting range of MBSFN RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution, for 15kHz subcarrier spacing.

The mapping of measured quantity is defined in Table 9.8.2.2-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.8.2.2-1: MBSFN RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRP_00
	MBSFN_RSRP ( -140
	dBm / 15 kHz

	MBSFN_RSRP_01
	-140 ( MBSFN_RSRP < -139
	dBm / 15 kHz

	MBSFN_RSRP_02
	-139 ( MBSFN_RSRP < -138
	dBm / 15 kHz

	…
	…
	…

	MBSFN_RSRP_95
	-46 ( MBSFN_RSRP < -45
	dBm / 15 kHz

	MBSFN_RSRP_96
	-45 ( MBSFN_RSRP < -44
	dBm / 15 kHz

	MBSFN_RSRP_97
	-44 ( MBSFN_RSRP
	dBm / 15 kHz


9.8.2.3
MBSFN RSRP measurement report mapping for 7.5 kHz subcarrier spacing
The reporting range of MBSFN RSRP is defined from -143 dBm to -47 dBm with 1 dB resolution, for 7.5 kHz subcarrier spacing.

The mapping of measured quantity is defined in Table 9.8.2.3-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.8.2.3-1: MBSFN RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRP_00
	MBSFN_RSRP ( -143
	dBm / 7.5 kHz

	MBSFN_RSRP_01
	-143 ( MBSFN_RSRP < -142
	dBm / 7.5 kHz

	MBSFN_RSRP_02
	-142 ( MBSFN_RSRP < -141
	dBm / 7.5 kHz

	…
	…
	dBm / 7.5 kHz

	MBSFN_RSRP_95
	-49 ( MBSFN_RSRP < -48
	dBm / 7.5 kHz

	MBSFN_RSRP_96
	-48 ( MBSFN_RSRP < -47
	dBm / 7.5 kHz

	MBSFN_RSRP_97
	-47 ( MBSFN_RSRP
	dBm / 7.5 kHz


9.8.2.4
MBSFN RSRP measurement report mapping for 1.25 kHz subcarrier spacing
The reporting range of MBSFN RSRP is defined from -151 dBm to -55 dBm with 1 dB resolution, for 1.25 kHz subcarrier spacing.

The mapping of measured quantity is defined in Table 9.8.2.4-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.8.2.4-1: MBSFN RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRP_00
	MBSFN_RSRP ( -151
	dBm / 1.25 kHz

	MBSFN_RSRP_01
	-151 ( MBSFN_RSRP < -150
	dBm / 1.25 kHz

	MBSFN_RSRP_02
	-150 ( MBSFN_RSRP < -149
	dBm / 1.25 kHz

	…
	…
	dBm / 1.25 kHz

	MBSFN_RSRP_95
	-57 ( MBSFN_RSRP < -56
	dBm / 1.25 kHz

	MBSFN_RSRP_96
	-56 ( MBSFN_RSRP < -55
	dBm / 1.25 kHz

	MBSFN_RSRP_97
	-55 ( MBSFN_RSRP
	dBm / 1.25 kHz


---- end of change 1 ----
---- start of change 2 ----
9.8.3.2
MBSFN RSRQ measurement report mapping
The reporting range of MBSFN RSRQ is defined from -23 dB to -8 dB with 0.5 dB resolution, for 15 kHz subcarrier spacing.

The mapping of measured quantity is defined in Table 9.8.3.2-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.8.3.2-1: MBSFN RSRQ measurement report mapping

	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRQ_00
	MBSFN_RSRQ ( -23
	dB / 15 kHz

	MBSFN_RSRQ_01
	-23 ( MBSFN_RSRQ < -22.5
	dB / 15 kHz

	MBSFN_RSRQ_02
	-22.5 ( MBSFN_RSRQ < -22
	dB / 15 kHz

	…
	…
	…

	MBSFN_RSRQ_30
	-8.5 ( MBSFN_RSRQ < -8
	dB / 15 kHz

	MBSFN_RSRQ_31
	-8 ( MBSFN_RSRQ
	dB / 15 kHz


9.8.3.3
MBSFN RSRQ measurement report mapping for 7.5 kHz subcarrier spacing
The reporting range of MBSFN RSRQ is defined from -26 dB to -8 dB with 0.4 dB resolution, for 7.5 kHz subcarrier spacing.
The mapping of measured quantity is defined in Table 9.8.3.3-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.8.3.3-1: MBSFN RSRQ measurement report mapping
	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRQ_00
	MBSFN_RSRQ ( -26.0
	dB / 7.5 kHz

	MBSFN_RSRQ_01
	-26.0 ( MBSFN_RSRQ < -25.4
	dB / 7.5 kHz

	MBSFN_RSRQ_02
	-25.4 ( MBSFN_RSRQ < -24.8
	dB / 7.5 kHz

	…
	…
	…

	MBSFN_RSRQ_30
	-8.6 ( MBSFN_RSRQ < -8
	dB / 7.5 kHz

	MBSFN_RSRQ_31
	-8 ( MBSFN_RSRQ
	dB / 7.5 kHz


9.8.3.4
MBSFN RSRQ measurement report mapping for 1.25 kHz subcarrier spacing
The reporting range of MBSFN RSRQ is defined from -32 dB to -14 dB with 0.4 dB resolution, for 1.25 kHz subcarrier spacing.
The mapping of measured quantity is defined in Table 9.8.3.4-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.8.3.4-1: MBSFN RSRQ measurement report mapping
	Reported value
	Measured quantity value
	Unit

	MBSFN_RSRQ_00
	MBSFN_RSRQ ( -32
	dB / 1.25 kHz

	MBSFN_RSRQ_01
	-32 ( MBSFN_RSRQ < -31.4
	dB / 1.25 kHz

	MBSFN_RSRQ_02
	-31.4 ( MBSFN_RSRQ < -30.8
	dB / 1.25 kHz

	…
	…
	…

	MBSFN_RSRQ_30
	-14.6 ( MBSFN_RSRQ < -14
	dB / 1.25 kHz

	MBSFN_RSRQ_31
	-14 ( MBSFN_RSRQ
	dB / 1.25 kHz


---- end of change 1 ----

