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1 Introduction
In RAN4 AH NR#2, it was agreed 
	· Interested companies consider how to develop a suitable and readable requiremets specification style
· A template for requirements could be considered so that requirements from different authors/companies follow a consistent style.
· Interested companies may submit template proposals.


In this contribution, we provide a template proposal
2 Template proposal
X Requirement title
X.1 Introduction

{The introduction should indicate clearly the exact requirements defined in the following section, e.g. in bulleted list format}
In this section, requirements are defined for

· Requirement 1

· Requirement 2

· Requirement 3

X.2 Requirements applicability

{This section should define requirements applicability (side conditions), which should not be covered by other sections such as introduction. Band dependent side conditions should be captured in annexes to allow easy addition of new NR bands, and this section should refer to the annexes. Duplication should be avoided as much as possible in 38.133, so the goal is to make requirements applicability as broad as possible. Bulleted list of conditions is preferred to make the applicability as simple as possible}
The requirements in this section apply if

· Condition 1

· Condition 2

· Condition 3

· {The following is an example; band dependent side conditions may vary from requirement to requirement}

· SSRP related side conditions given in Sections AA and BB are fulfilled for a corresponding Band

· SSRQ related side conditions given in Clause CC are fulfilled for a corresponding Band,

· SCH_RP and SCH Ês/Iot are according to Annex DD for a corresponding Band

X.3 Requirement 1
{Requirements may be specified for multiple scenarios e.g. in table format in a single section}
The UE is required to meet the {delay, accuracy} requirements in table X.3.1

	DRX Cycle
	{delay, accuracy} requirement

	Non DRX or <K1 ms
	V1

	K2
	V2

	K3
	V3

	K4
	V4


X.4 Requirement 2

{Only related / coupled requirements to be defined in the same section of 38.133. Similar format to requirement 1}
X.5 Requirement 3

{Only related / coupled requirements to be defined in the same section of 38.133. Similar format to requirement 1}
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