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1. Introduction

In the RAN#76 meeting, it was approved to include 5DL/1UL CA_1A-3A-3A-19A-21A_BCS0 into the Rel-15 basket WI [1]. This contribution is a text proposal for TR 36.715-05-01 to add CA_5DL_1A-3A-3A-19A-21A_1UL_BCS0.
2. Text Proposal
----- Unchanged sections omitted -----
5.x
CA_1A-3A-3A-19A-21A_BCS0
5.x.1 
Channel bandwidths per operating band for CA
Table 5.x.1-1: Inter-band CA operating bands for CA_1A-3A-3A-19A-21A
	E-UTRA CA Band
	E-UTRA

Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex Mode

	
	
	BS receive / UE transmit1
	BS transmit / UE receive
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1A-3A-3A-19A-21A
	1
	1920 MHz
	–
	1980 MHz 
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	

	
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	

	
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	


Table 5.x.1-2: E-UTRA CA configuration and bandwidth combination sets for CA_1A-3A-3A-19A-21A
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-3A-19A-21A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	90
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	


5.x.2 
UE co-existence studies
UL/DL harmonics frequencies are shown in table 5.X.2-1 for CA_1A-3A-3A-19A-21A.

Table 5.X.2-1: Impact of Harmonic Interference

	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	1
	1920
	1980
	2110
	2170
	3840
	3960
	5760
	5940
	4220
	4340
	6330
	6510

	3
	1710
	1785
	1805
	1880
	3420
	3570
	5130
	5355
	3610
	3760
	5415
	5640

	19
	830
	845
	875
	890
	1660
	1690
	2490
	2535
	1750
	1780
	2625
	2670

	21
	1447.9
	1462.9
	1495.9
	1510.9
	2895.8
	2925.8
	4343.7
	4388.7
	2991.8
	3021.8
	4487.7
	4532.7


5.x.3 
∆TIB,c and ∆RIB,c values

For CA_1A-3A-3A-19A-21A, the (TIB,c and (RIB,c values are shown in table 5.x.3-1 and in table 5.x.3-2. These values are the same as those of CA_1A-3A-19A-21A specified in the latest TS 36.101.

Table 5.x.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-3A-19A-21A
	1
	0.3

	
	3
	0.8

	
	19
	0.3

	
	21
	0.9


i

Table 5.x.3-2: ΔRIB,c 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-3A-19A-21A
	1
	0

	
	3
	0.3

	
	19
	0

	
	21
	0.5


5.x.4 REFSENS requirements
For CA_1A-3A-3A-19A-21A, values of MSD and sources of MSD are shown in Table 5.x.4-1 and 5.x.4-2. These values are the same as those of CA_1A-3A-19A-21A specified in the latest TS 36.101.
Table 5.x.4-1: MSD analysis for CA_1A-3A-3A-19A-21A

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-3A-19A-21A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	3
	
	
	-93.7
	-91.2
	-89.7
	-88.7
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	CA_1A-3A-3A-19A-21A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	
	
	
	-102.76
	-99.76
	-97.96
	-96.76
	

	
	3
	
	
	-96.7
	-93.7
	-91.9
	-90.7
	

	
	
	
	
	-99.46
	-96.46
	-94.66
	-93.46
	

	
	19
	
	
	-100
	-97
	-95.2
	
	

	
	21
	
	
	-99.5
	-96.5
	-94.7
	
	

	NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1. 

NOTE 6:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


Table 5.x.4-2: Uplink configuration for CA_1A-3A-3A-19A-21A

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-3A-19A-21A
	11,2
	
	
	25
	25
	25
	25
	FDD

	
	11,3
	
	
	25
	45
	45
	45
	

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz.
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


----- Unchanged sections omitted -----
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