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1 Background
The new basket WID for intra CA was approved in RAN #76 meeting. This contribution provides a TP for TR 36.715-00-00 to finish the co-existence studies, delta Tib and Rib values for CA_43A-43A_BCS0.
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Text Proposal
<Start of Text Proposal for TR 36.715-00-00>
6.x.3
Co-existence studies

Table 6.x.3-1 summarizes frequency ranges where harmonics occur due to Band 43 for UE. It can be concluded that there is no issue on harmonic interference fall down to the DL receiver.
Table 6.x.3-1: Impact of UL/DL Harmonic Interference
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	2nd Harmonic
	3rd Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	43
	3600
	3800
	3600
	3800
	7200
	7600
	10800
	11400
	7200
	7600
	10800
	11400


6.x.4
∆TIB and ∆RIB values

No TIB and RIB are required for CA_43A-43A intra-band non-contiguous CA
<End of Text Proposal>
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