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1 Background
The new basket WID for intra CA was approved in RAN #76 meeting. This contribution provides a TP for TR 36.715-02-01 to finish the co-existence studies, delta Tib and Rib values for CA_8A-38A_BCS0.
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Text Proposal
<Start of Text Proposal for TR 36.715-02-01>
6.x.3   Co-existence studies 

Table 6.x.3-1 gives the harmonic frequency limits for Band 8 and Band 38 2DL CA. As shown in the table, UL carrier of CA_8A-38A_BCS0 is not located at 2nd order harmonics or 3rd order harmonics of DL carriers.
Table 6.x.3-2: DL harmonics frequency limits for CA of Band 8 and Band 38
	DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	2570
	2620

	2nd order DL harmonics frequency range (MHz)
	1850 to 1920
	5140 to 5240

	3rd order DL harmonics frequency range (MHz)
	2775 to 2880
	7710 to 7860


As shown in Table 6.x.3-2, the harmonic frequencies of Band 8 and Band 38 in UL are away from the receive bands of interest in the DL and we can conclude that there is no issue on UL harmonic interference.
Table 6.x.3-3: UL harmonics frequency limits for CA of Band 8 and Band 38
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	8
	880
	915
	925
	960
	1760
	1830
	2640
	2745

	38
	2570
	2620
	2570
	2620
	5140
	5240
	7710
	7860


6.x.4
∆TIB,c and ∆RIB,c values
Since there is no specific co-existence issue identified, the Low- High band combinations class dTib and dRib value can apply to the 2DL/1UL CA_8A-38A. 
For two simultaneous DL and only one UL, the (TIB,c and (RIB,c  values are shown in table 6.x.4-1 and table 6.x.4-2, respectively.
Table 6.x.4-1: ΔTIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_8A-38A
	8
	0.3

	
	38
	0.3


Table 6.x.4-2: ΔRIB,c for 2DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB]

	CA_8A-38A
	8
	0

	
	38
	0


<End of Text Proposal>
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