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1. Overall Description:

RAN4 has discussed the definitions of intra-frequency and inter-frequency measurements and has reached the following consensus on their definitions:

· Intra-frequency measurement: The UE can be configured to perform an intra-frequency measurement on SS block signals and/or on CSI-RS resources. The SS block based and CSI-RS based intra-frequency measurements are defined below:
· A SSB based measurement performed by the UE on a neighbour cell is called as an intra-frequency measurement provided that the center frequency of the SS block used for measurement on the serving cell and the center frequency of the SS block used for measurement on the neighbour cell are the same.

· A CSI-RS based measurement performed by the UE on a neighbour cell is called as an intra-frequency measurement provided that the center frequency of the CSI-RS resources configured for measurement on the serving cell and the center frequency of the CSI-RS resources configured for measurement on the neighbour cell are the same.

· Inter-frequency measurement: The UE can be configured to perform an inter-frequency measurement on SS block signals and/or on CSI-RS resources. The SS block based and CSI-RS based inter-frequency measurements are defined below: 
· A SSB based measurement performed by the UE on a neighbour cell is called as an inter-frequency measurement provided that the center frequency of the SS block used for measurement on the serving cell and the center frequency of the SS block used for measurement on the neighbour cell are different. 

· A CSI-RS based measurement performed by the UE on a neighbour cell is called as an inter-frequency measurement provided that the center frequency of the CSI-RS resources configured for measurement used for measurement on the serving cell and the center frequency of the CSI-RS resources configured for measurement used for measurement on the neighbour cell are different. 

· Scenario with Multiple SS Blocks in Serving Cell: If the serving cell of the UE transmits multiple SS blocks then the UE should be configured with a reference SS block in the serving cell for performing SSB based intra-frequency measurements.

2. Actions:

To RAN WG2: RAN WG4 respectfully asks RAN WG2 to take into account the proposed definitions of intra-frequency measurement, inter-frequency measurements and RAN4 recommendation in their future work on NR.
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