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1   Background
As per the approved WF R4-1706008 and WID R4-171411, the performance requirements for the following test case list with the test metric of SINR at 80% of maximum sum throughput of all the intra-cell UEs were agreed to be defined:
	Case No.
	SNR distribution
	Rx antenna
	No. of UEs
	Propagation condition (intra-cell UEs, inter-cell UEs)
	MCS level (intra-cell UEs)
	Inter-cell interference scenario

	E1-c *
	equal average SNR
	2 Rx
	2 UEs
	(EPA5 low, ETU5 low)
	MCS 21
	DIP1 = -0.43 dB

	E2-b1
	
	4 Rx
	4 UEs
	(EVA70 low, ETU70 low)
	MCS 15
	DIP1 = -5.45 dB

	U1-b1
	unequal average SNR
	2 Rx
	2 UEs
	(EVA70 low, ETU70 low)
	MCS 15
	DIP1 = -5.45 dB

	U2-c
	
	4 Rx
	4 UEs
	(EPA5 low, ETU5 low)
	MCS 10 for UE1, 3

MCS 15 for UE2, 4
	DIP1= -0.43 dB

	Note *: For case E1-c with 15MHz and 20MHz channel bandwidth, 50 resource blocks in the middle of the channel bandwidth is allocated in the test.


In this contribution, we share our simulation results for those test cases with different bandwidth.
2   Discussion
In this paper, we provide our ideal simulation results for the agreed test scenarios

Table 2.1: Ideal simulation results for BS IC

	Case No.
	1.4MHz
	3MHz
	5MHz
	10MHz
	15MHz
	20MHz

	E1-c
	13.6 
	13.5 
	14.0 
	14.0 
	14.1 
	14.0 

	E2-b1
	8.4 
	7.7 
	7.8 
	7.4 
	7.4 
	7.4 

	U1-b1
	9.4 
	8.7 
	8.7 
	8.2 
	7.9 
	8.0 

	U2-c
	-1.4 
	-2.2 
	-2.0 
	-2.5 
	-2.1 
	-2.1 


Table 2.2: Impairment results for BS IC

	Case No.
	1.4MHz
	3MHz
	5MHz
	10MHz
	15MHz
	20MHz

	E1-c
	15.60 
	15.50 
	16.00 
	16.00 
	16.10 
	16.00 

	E2-b1
	10.40 
	9.70 
	9.80 
	9.40 
	9.40 
	9.40 

	U1-b1
	11.40 
	10.70 
	10.70 
	10.20 
	9.90 
	10.00 

	U2-c
	0.60 
	-0.20 
	0.00 
	-0.50 
	-0.10 
	-0.10 


3   Conclusion / Proposals
In this contribution, we provide our ideal and impairment results for those agreed test case list for BS IC receiver.
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