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Introduction
Based on findings in TS 37.843, in this contribution we provide the initial proposal for the Rel-15 TS 37.105 specification, for the AAS BS demodulation requirements sections, General part. 



Draft CR to the TS 37.105
In this section, content of the draft CR to the draft TS 37.105 is proposed for Approval.
------------------------------ Modified section ------------------------------
[bookmark: _Toc486966908]8	Conducted Pperformance requirements
[bookmark: _Toc486966909]8.1	General
Conducted Pperformance requirements specify the ability of the hybrid AAS BS to correctly demodulate UL signals transmitted in conducted test setup defined in 3GPP TS 37.145-1, in various propagation conditions and test setup configurations.
The conducted demodulation requirements defined for an AAS BS at the TAB connectors, are the same as the conducted demodulation requirements defined for non-AAS BS at antenna connectorsnon-AAS BS demodulation requirements specified, and are defined for the following RAT’s: 
-	Single RAT UTRA operation in 3GPP TS 25.104 [9] clause 8 for FDD operation, 
-	Single RAT UTRA operation and in 3GPP TS 25.105 [10] clause 8 for TDD operation, and
-	Single RAT E-UTRA operation in 3GPP TS 36.104 [11], subclauses 8.1 – 8.4.
NOTE: 	NB-IoT performance requirements defined in 3GPP TS 36.104 [11] subclauses 8.5, are not applicable for AAS BS.
------------------------------ Next modified section ------------------------------
11	Radiated performance requirements
11.1	General
Radiated performance requirements specify the ability of the OTA AAS BS to correctly demodulate UL signals transmitted in OTA test setup in various propagation conditions and configurations.
The baseline for the radiated demodulation requirements for an AAS BS is the same as non-AAS BS demodulation requirements specified for: 
-	Single RAT UTRA operation in 3GPP TS 25.104 [9] clause 8 for FDD operation, 
-	Single RAT UTRA operation in 3GPP TS 25.105 [10] clause 8 for TDD operation, and 
-	Single RAT E-UTRA operation in 3GPP TS 36.104 [11], subclauses 8.1 – 8.4.
The above listed core requirements are not addressing the OTA testing feasibility. Therefore, the minimum requirements listed in the following sub-clauses are provided only for the requirements which were considered in TR 37.943 [x] as feasible in OTA test setup. 
------------------------------ End of modified sections ------------------------------

