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1 V2X RRM
1.1 RRM core maintenance
Related contribution list:

	Agenda
	Tdoc number
	Type/for
	Title
	Source

	7.7.3
	R4-1707446
	CR
	Correction to V2X requirements for Initiation/Cease of SLSS transmissions
	Nokia, Nokia Shanghai Bell

	7.7.4
	R4-1707490
	CR
	Remove bracket in V2X core requirements
	CATT

	7.7.4
	R4-1707768
	CR
	Clarification on V2X requirements for V2X UEs in RRC_CONNECTED state
	Ericsson

	7.7.4
	R4-1707822
	CR
	CR on evaluation time of GNSS synchronization source reliability
	LG Electronics Mobile Research


Discussion:
Agreements:
1.2 RRM performance
Related contribution list:

	Agenda
	Tdoc number
	Type/for
	Title
	Source

	7.7.4
	R4-1708210
	discussion
	Discussion on Initiation/Cease of SLSS Transmission Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708211
	CR
	CR on Initiation/Cease of SLSS Transmissions Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708212
	discussion
	Discussion on SyncRef UE Selection/Reselection Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708213
	CR
	CR on Synchronization Reference Selection / Reselection Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708214
	discussion
	Discussion on Autonomous Resource Selection/Reselection Measurement Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708215
	CR
	CR on Autonomous Resource Selection/Reselection Measurement Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708216
	discussion
	Discussion on Congestion Control Measurement Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708217
	CR
	CR on Congestion Control Measurement Tests for V2X
	Huawei, HiSilicon

	7.7.4
	R4-1708218
	CR
	CR on Interruptions Tests for V2X
	Huawei, HiSilicon


Proposals from companies:

	Companies
	Proposals

	R4-1708210
Huawei, HiSilicon
	Proposal 1: For V2X UE initiate/cease SLSS transmissions tests, the test setups provided in section 2 are suggested to be used.


	R4-1708212
Huawei, HiSilicon
	Proposal 1: The test setups in section 2 are suggested to be used in the RRM tests of selection/reselection of V2X synchronization reference.


	R4-1708214
Huawei, HiSilicon
	Proposal 1: The test setups in section 2 are suggested to be used in the RRM tests for autonomous resource selection/reselection measurement in V2X.


	R4-1708216
Huawei, HiSilicon
	Proposal 1: The test setups in section 2 are suggested to be used in the RRM tests for congestion control measurement in V2X.



Open issues:
· UE Initiate/Cease SLSS Transmissions Test
· Selection/Reselection of V2X Synchronization Reference Test
· Autonomous Resource Selection/Reselection Measurement Test
Qualcomm: handle T1 and  T2.
· Congestion Control Measurement Test
Qualcomm: Add an upper bound for CBR test
· Interruption Test
Discussion:
Agreements:
2 V2V RRM
2.1 RRM core maintenance
Related contribution list:

	Agenda
	Tdoc number
	Type/for
	Title
	Source

	7.6.2
	R4-1707445
	CR
	Update applicability of V2V Interruption requriement
	Nokia, Nokia Shanghai Bell


Discussion:
Agreement:
2.2 RRM Perf maintenance
Related contribution list:

	Agenda
	Tdoc number
	Type/for
	Title
	Source

	7.7.4
	R4-1707955
	CR
	Completing V2V Interruption test case
	Nokia, Nokia Shanghai Bell


Discussion:
Agreement:
3 V2X Demod

Related contribution list:
	Agenda
	Tdoc number
	Type/for
	Title
	Source

	7.7.5.1
	R4-1707381
	discussion
	LTE V2X PSSCH/PSCCH maximum processing capability tests
	Intel Corporation

	7.7.5.2
	R4-1707382
	discussion
	LTE V2X PSBCH performance requirements
	Intel Corporation

	7.7.5.2
	R4-1707383
	discussion
	LTE V2X PSCCH/PSSCH performance requirements with eNB synchronization
	Intel Corporation

	7.7.5.1
	R4-1707496
	discussion
	Simulation results for PSSCH/PSCCH maximum processing capability tests
	CATT

	7.7.5.2
	R4-1707497
	discussion
	V2X UE demodulation requirements for PSBCH, eNB sync and WAN SDR test cases
	CATT

	7.7.5.3
	R4-1707498
	CR
	CR for V2X resource pool configuration
	CATT

	7.7.5
	R4-1707882
	discussion
	Discussion and simulation results for V2X performance requirements
	LG Electronics Inc.

	7.7.5
	R4-1707883
	CR
	CR for V2X sidelink FRC
	LG Electronics Inc.

	7.7.5.2
	R4-1708074
	CR
	CR for WAN and V2X concurrent test
	Ericsson

	7.7.5.3
	R4-1708348
	discussion
	Summary of simulation results for V2X test cases
	Huawei, Hisilicon

	7.7.5.2
	R4-1708349
	discussion
	Simulation results for PSBCH
	Huawei, Hisilicon

	7.7.5.1
	R4-1708350
	discussion
	Discussion and simulation results for V2X soft buffer test
	Huawei, Hisilicon

	7.7.5.1
	R4-1708351
	discussion
	Discussion and simulation results for PSCCH/PSSCH decoding capability test
	Huawei, Hisilicon

	7.7.5.2
	R4-1708352
	discussion
	Discussion and simulation results for eNB sync tests
	Huawei, Hisilicon

	7.7.5.2
	R4-1708353
	discussion
	Discussion and simulation results for V2X/WAN SDR test
	Huawei, Hisilicon

	7.7.5.2
	R4-1708354
	CR
	CR for V2X test cases
	Huawei, Hisilicon


Discussion:
· PSCCH/PSCCH decoding capability test

· Test metric
· Option 1: Performance requirement could be defined by 95% of maximum throughput under QPSK for PSSCH with static channel and noise-free conditions.(LG,  Huawei)

· Option 2:
Introduce PSCCH maximum processing test with the following parameters (Intel, CATT)

· Noise-free conditions

· Requirement: PSCCH [5]% BLER

Huawei: 95% of maximum throughput or 5% BLER for data channel. For PSCCH, prefer 1% BLER.
· Soft buffer test (PSSCH decoding processing test)
· Test metric: 10% BLER
· Test point: See simulation result summary
Agreements:
Discussion:
PSBCH
· SLID for DMRS for PSBCH test
· Option 1: SLID = 169 (Intel)
· SNR test point @ 1% BLER for PSBCH test with impairment
· See summary of simulation results
Agreements:
Discussion:
eNB sync
· SNR test point @ 10% BLER for eNB sync requirements 
· See the summary of simulation results
Ericson: It is a very important test.
Intel: Can QC clarify their proposal?

Qualcomm: Disagree to introduce this test. 
Intel: Test time is not matter according to the last meeting. GNSS synchronization test is good than eNB synch. So the test of eNB synch is important.

Agreements:
CR:

Merge  E/// into H
4 V2V Demod

Related contribution list:
	Agenda
	Tdoc number
	Type/for
	Title
	Source

	7.6.4
	R4-1707495
	CR
	Correction on the resource pool configuration for V2V demodulation tests
	CATT

	7.6.4
	R4-1708347
	CR
	CR for V2V performance requirements (maintenance)
	Huawei, Hisilicon

	7.6.4
	R4-1707334
	Discussion
	Discussion on ICS value in power imbalance test
	Qualcomm


Discussion:
· CR

· ICS value
· Option 1: The existing value 25dB
· Option 2: 30dB (Qualcomm)

Agreements:
