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1. Introduction
In Ran4 84 meeting, a WF for eAAS OTA RX requirement was approved. And in RAN4 NR # 3 meeting, an agreement about the NR range 1 RX requirement was approved. As for the agreement of merging the AAS OTA concepts into NR range 1, we also think it is better also to merging the NR range 1 OTA concepts into AAS.
This contribution wants to ask for the merging of NR range 1 OTA RX requirements into the AAS.
2. Discussion 
From the agreement of eAAS WF [1], there are 4 options to define the RX OTA requirement:
For IBB, ACS and IMD requirement:
· Option 1 : Based on OTA REFSENS
· Option 2 : Based on min SENS
· Option 3 : Wanted based on min SENS, interferer based on OTA REFSENS
· Option 4(next slider) : 1+2 ,i.e. 2 levels, one based on OTA REFSENS plus another based on min SENS 
And the agreement of NR range1 receiver OTA requirements is below:
Option 4 is agreed 
For option 4 the number of conformance test directions shall be no greater than number for option 1 or option 2.
There is common agreement on merging the AAS OTA concept into NR range 1. And we think to keep the consistency and continuity; it is also wise to merge the NR range 1 conclusion to AAS.
So our proposals are:
Proposal 1: For AAS IBB, ACS and IMD requirement:
Choose option 4: 1+2, i.e. 2 levels, one based on OTA REFSENS plus another based on min SENS 
Proposal 2: For option 4 the number of conformance test directions shall be no greater than number for option 1 or option 2.

3. Conclusion
This contribution wants to merge the agreement of NR range 1 OTA RX requirement into AAS.
Proposal 1: For AAS IBB, ACS and IMD requirement:
Choose option 4: 1+2, i.e. 2 levels, one based on OTA REFSENS plus another based on min SENS 
Proposal 2: For option 4 the number of conformance test directions shall be no greater than number for option 1 or option 2.
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