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1   Background
In RAN4#84 meeting, the topic about R13 Non-BL UE TM2 requirements was extensively discussed. The agreements achieved in this meeting were captured in the CR [1, 2]. The agreed parameters are listed in the following tables and the highlight parameters are revised based on the email discussion triggered after the RAN4 #84 meeting. 
Table 8.11.1.1.3.1-1: Test Parameters for Transmit diversity performance (FRC, for FDD)

	Parameter
	Unit
	Test 1 (Note 3)
	Test 2 (Note 3)
	Test 3 (Note 3)
	Test 4 (Note 3)

	Downlink power allocation
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	-3
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	-3
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	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)
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	dB
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	δ
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	3
	3
	3
	3
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	MPDCCH_RB
	dB
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	Coverage enhancement mode
	
	CE Mode B
	CE Mode A
	CE Mode B
	CE Mode B

	PDSCH transmission mode
	
	2
	2
	2
	2

	OFDM starting symbol (startSymbolBR)
	
	2
	2
	2
	2

	Maximum number of repetitions
	
	64
	1
	[32]
	[16]

	Frequency hopping
(mpdcch-pdsch-HoppingConfig)
	
	Enabled
	Disabled
	Enabled
	Enabled

	Frequency hopping offset
(mpdcch-pdsch-HoppingOffset)
	
	1
	N/A
	1
	1

	Frequency hopping interval

(interval-FDD)
	ms
	16
	N/A
	16 =>8
	[8] =>4

	MPDCCH transmission duration

(mpdcch-NumRepetition)
	ms
	64
	1
	[64]
	[64]

	Number of narrowbands for frequency hopping 
(mpdcch-pdsch-HoppingNB)
	
	4
	N/A
	4
	4

	Starting subframe configuration for MPDCCH

(mpdcch_startSF_UESS)
	
	2.5
	1
	[2.5]
	[2.5]

	Narrowband for MPDCCH

(mpdcch_Narrowband)
	
	7
	0
	7
	7

	MPDCCH aggregation level
	
	24
	8
	24
	24

	Note 1:
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Note 2:
For each test, DC subcarrier puncturing shall be considered.

Note 3: 
Test 1, test 3 and test 4 are applicable for UE supporting CE Mode B. Test 2 is applicable for UE not supporting CE Mode B.


Table 8.11.1.1.3.1-2: Minimum performance Transmit Diversity (FRC)
	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10MHz QPSK 1/10
	R.81 FDD
	OP.2 FDD
	ETU1
	2x1 Low
	70
	-13.5
	M1

	2
	10MHz 16QAM 1/2
	R.79 FDD
	OP.2 FDD
	EPA5
	2x1 Low
	70
	9.4
	M1

	3
	10MHz QPSK 1/10
	[R.81 FDD]
	OP.2 FDD
	ETU1
	2x2 Low
	70
	[TBD]
	≥1

	4
	10MHz QPSK 1/10
	[R.81 FDD]
	OP.2 FDD
	ETU1
	2x4 Low
	70
	[TBD]
	≥1


Table 8.11.1.2.3.1-1: Test Parameters for Transmit diversity performance (FRC, for TDD)

	Parameter
	Unit
	Test 1 (Note 3)
	Test 2 (Note 3)
	Test 3 (Note 3)
	Test 4 (Note 3)

	Downlink power allocation
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	dB
	-3
	-3
	-3
	-3
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	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)
	-3 (Note 1)

	
	(
	dB
	0
	0
	0
	0

	
	δ
	dB
	-3
	-3
	-3
	-3

	
	MPDCCH_RA
	dB
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	MPDCCH_RB
	dB
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N

at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98

	ACK/NACK feedback mode
	
	Multiplexing
	Multiplexing
	Multiplexing
	Multiplexing

	PDSCH transmission mode
	
	2
	2
	2
	2

	Coverage enhancement mode
	
	CE Mode B
	CE Mode A
	CE Mode B
	CE Mode B

	PDSCH transmission mode
	
	2
	2
	2
	2

	OFDM starting symbol (startSymbolBR)
	
	2
	2
	2
	2

	Maximum number of repetitions
	
	64
	1
	[32]
	[16]

	Frequency hopping
(mpdcch-pdsch-HoppingConfig)
	
	Enabled
	Disabled
	Enabled
	Enabled

	Frequency hopping offset
(mpdcch-pdsch-HoppingOffset)
	
	1
	N/A
	1
	1

	Frequency hopping interval

(interval-TDD)
	ms
	20
	N/A
	20  =>10
	[10] =>5

	MPDCCH transmission duration

(mpdcch-NumRepetition)
	ms
	64
	1
	[64]
	[64]

	Number of narrowbands for frequency hopping (mpdcch-pdsch-HoppingNB)
	
	4
	N/A
	4
	4

	Starting subframe configuration for MPDCCH

(mpdcch-startSF-UESS)
	
	1
	1
	[1]
	[1]

	Narrowband for MPDCCH

(mpdcch_Narrowband)
	
	7
	0
	7
	7

	MPDCCH aggregation level
	
	24
	8
	24
	24

	Note 1:
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Note 2:
For each test, DC subcarrier puncturing shall be considered.

Note 3: 
Test 1, test 3 and test 4 are applicable for UE supporting CE Mode B. Test 2 is applicable for UE not supporting CE Mode B.


Table 8.11.1.2.3.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10MHz QPSK 1/10
	R.81 TDD
	OP.2 TDD
	ETU1
	2x1 Low
	70
	-14.0
	M1

	2
	10MHz 16QAM 1/2
	R.79 TDD
	OP.2 TDD
	EPA5
	2x1 Low
	70
	9.6
	M1

	3
	10MHz QPSK 1/10
	[R.81 TDD]
	OP.2 TDD
	ETU1
	2x2 Low
	70
	[TBD]
	≥1

	4
	10MHz QPSK 1/10
	[R.81 TDD]
	OP.2 TDD
	ETU1
	2x4 Low
	70
	[TBD]
	≥1


In this contribution, the simulation results of TM2 with 2Rx/4Rx are provided.
2   Evaluation

In this section, the simulation results of TM2 Mode B based on the agreed assumptions are provided in Figure 1.And the ideal and impairment simulation results are summarized in Table 1 and 2 respectively.
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(a) Mode B, 2Rx                                                                                  (b) Mode B, 4Rx
Figure 1 simulation results of TM2 Mode B
Table 1 SNR@70MaxTP for Mode B (ideal results)
	
	Mode B,2Rx
	Mode B,4Rx

	Duplex mode
	Repetition number
	SNR@70MaxTP
	Repetition number
	SNR@70MaxTP

	FDD
	32
	-16.88dB
	16
	-16.92 dB

	TDD
	32
	-16.85dB
	16
	-16.80 dB


Table 1 SNR@70MaxTP for Mode B (impairment results)

	
	Mode B,2Rx
	Mode B,4Rx

	Duplex mode
	Repetition number
	SNR@70MaxTP
	Repetition number
	SNR@70MaxTP

	FDD
	32
	-15.1 dB
	16
	-15.1 dB

	TDD
	32
	-15.1 dB
	16
	-15.0 dB


3   Conclusion 
In this contribution, the ideal and impairment simulation results of TM2 with 2Rx/4Rx are provided.
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