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1 Introduction

In this contribution, we propose a TP for the MSD study of DC_18A-n77A based on [1] and [2] approved at RAN4ad-hoc#3 in Nagoya.
2 Proposal
We propose to approve TP described in section 3.
3 TP for TR 37.863-01-01
<Start of TP>
6.11.5
MSD


Although table 6.11.3-1 shows 3rd, 4th and 5th order IMD may fall into own Rx of band 18, only impacts from 5th IMD should be studied as approved in R4-1709965. In R4-1709964, it is approved that 5th IMD of DC_19A-n77A need not to be specified. Since band18 has similar frequency range as band 19 that results in the same IMD level, no IMD issue should be studied for own Rx range in this combination and MSD requirement is shown in table 6.11.5-1.
Table 6.11.5-1: MSD requirement for dual uplink DC_18A-n77A
	E-UTRA+NR Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA 

Configuration
	EUTRA+NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode

	
	
	
	
	
	
	
	

	DC_18A-n77A1
	18
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD

	
	n77
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD

	NOTE1: The reference sensitivity should only be verified when all configured RE’s of n77 uplink are confined within frequencies 3600 – 4200 MHz. Requirement of other uplink frequency ranges is FFS.


<End of TP>
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