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1 Introduction
The issue of how the extreme temperature requirements are handled in the OTA AAS requirements has been discussed for some time. 

A companion TP [1] to the TR 37.83 capture the agreements and technical background in the TR, this TP to the Draft CR updates the appropriate sections in the draft CR to the TS.
2 References
[1] R4-1711108

TP to TR 37.843 - extreme temperature power accuracy limits
Huawei
3 Text Proposal:

Draft CR to TS 37.105 RAN4#84
--------------End of text proposal-------------
9.2.2
Minimum requirement for MSR operation

For each declared beam, in normal conditions, for any specific beam peak direction associated with a beam direction pair within the EIRP accuracy directions set , a manufacturer  claimed EIRP level in the corresponding beam peak direction shall be achievable to within +2,2 dB and -2,2 dB of the claimed value.

For OTA AAS BS only, for each declared beam, in extreme conditions, for any specific beam peak direction associated with a beam direction pair within the EIRP accuracy directions set , a manufacturer  claimed EIRP level in the corresponding beam peak direction shall be achievable to within +2,7 dB and -2,7 dB of the claimed value.

In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.

--------------End of text proposal-------------



















































