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<Start of Changes>
5.5C
Operating bands for Dual Connectivity

E-UTRA dual connectivity is designed to operate in the operating bands defined in Table 5.5C-1.

Table 5.5C-1: Inter-band dual connectivity operating bands (two bands)

	E-UTRA DC Band
	E-UTRA Band

(Table 5.5)

	DC_1-3
	1, 3

	DC_1-5
	1, 5

	DC_1-7
	1, 7

	DC_1-8
	1, 8

	DC_1-11
	1, 11

	DC_1-19
	1, 19

	DC_1-21
	1, 21

	DC_1-42
	1, 42

	DC_2-4
	2, 4

	DC_2-5
	2, 5

	DC_2-7
	2, 7

	DC_2-12
	2, 12

	DC_2-13
	2, 13

	DC_2-30
	2, 30

	DC_2-66
	2, 66

	DC_3-5
	3, 5

	DC_3-7
	3, 7

	DC_3-8
	3, 8

	DC_3-19
	3, 19

	DC_3-20
	3, 20

	DC_3-21
	3, 21

	DC_3-26
	3, 26

	DC_3-28
	3, 28

	DC_3-40
	3, 40

	DC_3-42
	3, 42

	DC_4-5
	4, 5

	DC_4-7
	4, 7

	DC_4-12
	4, 12

	DC_4-13
	4, 13

	DC_4-17
	4, 17

	DC_5-7
	5, 7

	DC_5-12
	5,12

	DC_5-17
	5,17

	DC_5-30
	5, 30

	DC_5-40
	5, 40

	DC_5-66
	5, 66

	DC_7-8
	7, 8

	DC_7-20
	7, 20

	DC_7-26
	7, 26

	DC_7-28
	7, 28

	DC_8-39
	8, 39

	DC_8-41
	8, 41

	DC_11-18
	11, 18

	DC_11-26
	11, 26

	DC_12-30
	12, 30

	DC_12-66
	12, 66

	DC_19-21
	19, 21

	DC_19-42
	19, 42

	DC_21-42
	21, 42

	DC_21-28
	21, 28

	DC_26-46
	26, 46

	DC_28-41
	28, 41

	DC_28-42
	28, 42

	DC_30-66
	30, 66

	DC_39-41
	39, 41

	DC_41-42
	41, 42


Table 5.5C-2: Inter-band dual connectivity operating bands (three bands)

	E-UTRA DC Band
	E-UTRA Band

(Table 5.5)

	DC_1-3-19
	1, 3, 19

	DC_1-19-21
	1, 19, 21


<Next changed section>
5.6A.1
Channel bandwidths per operating band for CA

The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations with associated bandwidth combination sets. For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class. For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class.

For each carrier aggregation configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.

Requirements for intra-band contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.6A.1-1. Requirements for inter-band carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.6A.1-2 and Table 5.6A.1-2a. Requirements for intra-band non-contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.6A.1-3.

The DL component carrier combinations for a given CA configuration shall be symmetrical in relation to channel centre unless stated otherwise in Table 5.6A.1-1, Table 5.6A.1-2, Table 5.6A.1-2a and Table 5.6A.1-2b.

Table 5.6A.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_1C
	CA_1C
	15
	15
	
	
	
	40
	0

	
	
	20
	20
	
	
	
	
	

	
	
	5, 10, 15
	20
	
	
	
	40
	1

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_2C
	
	5
	20
	
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_3B
	
	5
	3
	
	
	
	10
	0

	
	
	3, 5
	5
	
	
	
	
	

	CA_3C
	CA_3C
	5, 10, 15
	20
	
	
	
	40
	0

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_5B
	CA_5B
	5, 10
	10
	
	
	
	20
	0

	
	
	10
	5
	
	
	
	
	

	
	
	3
	5
	
	
	
	8
	1

	
	
	5
	3
	
	
	
	
	

	CA_7B
	
	15
	5
	
	
	
	20
	0

	CA_7C
	CA_7C
	15
	15
	
	
	
	40
	0

	
	
	20
	20
	
	
	
	
	

	
	
	10
	20
	
	
	
	40
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	
	
	15
	10, 15
	
	
	
	40
	2

	
	
	20
	15, 20
	
	
	
	
	

	CA_8B
	CA_8B
	5,10
	10
	
	
	
	20
	0

	
	
	10
	5
	
	
	
	
	

	CA_12B
	-
	5
	5, 10
	
	
	
	15
	0

	CA_23B
	-
	10
	10
	
	
	
	20
	0

	
	
	5
	15
	
	
	
	
	

	CA_27B
	-
	1.4, 3, 5
	5
	
	
	
	13
	0

	
	
	1.4, 3
	10
	
	
	
	
	

	CA_38C
	CA_38C
	15
	15
	
	
	
	40
	0

	
	
	20
	20
	
	
	
	
	

	CA_39C
	CA_39C
	5,10,15
	20
	
	
	
	35
	0

	
	
	20
	5, 10, 15
	
	
	
	
	

	CA_40C
	CA_40C
	10
	20
	
	
	
	40
	0

	
	
	15
	15
	
	
	
	
	

	
	
	20
	10, 20
	
	
	
	
	

	
	
	10, 15
	20
	
	
	
	40
	1

	
	
	15
	15
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	CA_40D
	CA_40C, 40D
	10, 15, 20
	20
	20
	
	
	60
	0

	
	
	20
	10, 15
	20
	
	
	
	

	
	
	20
	20
	10, 15
	
	
	
	

	
	
	15, 20
	15, 20
	15, 20
	
	
	60
	1

	CA_40E
	-
	15, 20
	15, 20
	15, 20
	20
	
	80
	0

	CA_41F
	CA_41C
	10, 15, 20
	15, 20
	20
	20
	20
	100
	0

	CA_41C
	CA_41C
	10
	20
	
	
	
	40
	0

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	
	
	5, 10
	20
	
	
	
	40
	1

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	
	
	10
	15, 20
	
	
	
	40
	2

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	10, 15, 20
	
	
	
	
	

	
	
	10
	20
	
	
	
	40
	3

	
	
	20
	20
	
	
	
	
	

	CA_41D
	CA_41C
	10
	20
	15
	
	
	60
	0

	
	
	10
	15, 20
	20
	
	
	
	

	
	
	15
	20
	10, 15
	
	
	
	

	
	
	15
	10, 15, 20
	20
	
	
	
	

	
	
	20
	15, 20
	10
	
	
	
	

	
	
	20
	10, 15, 20
	15, 20
	
	
	
	

	CA_41E
	CA_41C
	15, 20
	15, 20
	15, 20
	20
	
	80
	0

	CA_42C
	CA_42C
	5, 10, 15, 20
	20
	
	
	
	40
	0

	
	
	20
	5, 10, 15
	
	
	
	
	

	
	
	10, 15, 20
	20
	
	
	
	40
	1

	
	
	20
	10, 15
	
	
	
	
	

	CA_42D
	CA_42C
	5,10,15,20
	20
	20
	
	
	60
	0

	
	
	20
	20
	5,10,15
	
	
	
	

	
	
	10, 15, 20
	20
	20
	
	
	60
	1

	
	
	20
	20
	10, 15
	
	
	
	

	CA_42E
	CA_42C
	5,10,15,20
	20
	20
	20
	
	80
	0

	
	
	20
	20
	20
	5,10,15
	
	
	

	CA_42F
	CA_42C
	5, 10, 15, 20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5, 10, 15, 20
	
	

	CA_43C
	-
	5
	20
	
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_46C 4
	-
	20
	20
	
	
	
	40
	0

	
	
	20
	10, 20
	
	
	
	40
	1

	
	
	10, 20
	20
	
	
	
	
	

	CA_46D 4
	-
	20
	20
	20
	
	
	60
	0

	
	
	20
	20
	10, 20
	
	
	60
	1

	
	
	10, 20
	20
	20
	
	
	
	

	CA_46E 4
	-
	20
	20
	20
	20
	
	80
	0

	
	
	20
	20
	20
	10, 20
	
	80
	1

	
	
	10
	20
	20
	20
	
	
	

	CA_48C
	-
	5, 10, 15, 20
	20
	
	
	
	40
	0

	
	
	20
	5, 10, 15
	
	
	
	
	

	CA_48D
	-
	5,10,15,20
	20
	20
	
	
	60
	0

	
	
	20
	20
	5,10,15
	
	
	
	

	CA_48E
	-
	5,10,15,20
	20
	20
	20
	
	80
	0

	
	
	20
	20
	20
	5,10,15
	
	
	

	CA_48F
	-
	5, 10, 15, 20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5, 10, 15, 20
	
	

	CA_66B
	-
	5
	5, 10, 15
	
	
	
	20
	0

	
	
	10
	5, 10
	
	
	
	
	

	
	
	15 
	5 
	
	
	
	
	

	CA_66C
	-
	5
	20
	
	
	
	40
	0

	
	
	10
	15, 20
	
	
	
	
	

	
	
	15
	10, 15, 20
	
	
	
	
	

	
	
	20
	5, 10, 15, 20
	
	
	
	
	

	CA_66D
	-
	5
	20
	20
	
	
	60
	0

	
	
	20
	5
	20
	
	
	
	

	
	
	20
	20
	5
	
	
	
	

	
	
	10
	20
	15
	
	
	
	

	
	
	15
	20
	10
	
	
	
	

	
	
	10, 15, 20
	15, 20
	20
	
	
	
	

	
	
	15, 20
	10
	20
	
	
	
	

	
	
	15
	15, 20
	15
	
	
	
	

	
	
	20
	15, 20
	10, 15
	
	
	
	

	
	
	20
	10
	15
	
	
	
	

	CA_70C
	-
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	NOTE 1:
The CA configuration refers to an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 3: 
Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 4: 
Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 5.6A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3A
	-
	1
	See CA_1A-1A Bandwidth combination set 0 in Table 5.6A.1-3
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-7A
	-
	1
	See CA_1A-1A Bandwidth combination set 0 in Table 5.6A.1-3
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-3A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_1A-3C
	CA_1A-3A, CA_3C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-1A-3C
	-
	1
	See CA_1A-1A Bandwidth Combination Set 0 in the Table 5.6A.1-3
	80
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in 36.101 Table 5.6A.1-1
	
	

	CA_1A-5A
	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	
	5
	
	
	
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-1A-5A
	-
	1
	See CA_1A-1A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A
	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-7A-7A
	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 3 in Table 5.6A.1-3
	
	

	CA_1A-7C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-8A
	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	CA_1A-11A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A
	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	18
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A
	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-21A
	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-26A
	CA_1A-26A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-28A
	CA_1A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-1A-28A
	-
	1
	See CA_1A-1A Bandwidth combination set 0 in Table 5.6A.1-3
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-38A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-40C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60

	0


	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-41A8
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-41C8
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-42A
	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-42A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_1A-42C
	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-42A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42A-42C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_1A-42C-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	42
	See CA_42C-42C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_1A-42D
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-42E
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	42
	See CA_42E Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_1A-46A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_1A-46C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-46D
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_1A-46E
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	1

	
	
	46
	See CA_46E Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1C-3A
	-
	1
	See CA_1C Bandwidth combination set 1 in Table 5.6A.1-1
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A
	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-2A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A-4A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-4A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-5A
	CA_2A-5A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-5A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-5A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-5B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2C-5B
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	60
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-7A
	CA_2A-7A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-7A-7A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See the CA_7A-7A Bandwidth combination set 1 in Table 5.6A.1-3
	
	

	CA_2A-7C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See the CA_7C Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_2A-12A
	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-12A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-12B
	CA_2A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-12B
	-
	2
	See CA_2A-2A Bandwidth combination set 0 in Table 5.6A.1-3
	55
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2C-12A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-13A
	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-2A-13A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-17A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-28A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-29A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-29A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-29A
	-
	2
	See CA_2C Bandwidth Combination Set 0 in table 5.6A.1-1
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-30A
	CA_2A-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-30A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in table 5.6A.1-3
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-30A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-46A
	CA_2A-46A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_2A-46A-46C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-46C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-46D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-46A-46A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46A-46A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_2A-46A-46D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46A-46D Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-48A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	48
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-48A-48A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	48
	See CA_48A-48A Bandwidth combination set 0 in the Table 5.6A.1-3
	
	

	CA_2A-48C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	48
	See CA_48C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-48A-48C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	48
	See the CA_48A-48C Bandwidth combination set 0 in the Table 5.6A.1-3
	
	

	CA_2A-48D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	48
	See the CA_48D Bandwidth combination set 0 in the Table 5.6A.1-1
	
	

	CA_2A-66A
	CA_2A-66A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes 
	40
	0

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	2
	 
	 
	Yes
	Yes
	 
	 
	20
	1

	
	
	66
	 
	 
	Yes
	Yes
	 
	 
	
	

	
	
	2
	 
	 
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-66B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	66
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-66C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-66D
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-66A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-2A-66A-66A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-66A-66B
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66A-66B Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-66A-66C
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	66
	See CA_66A-66C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A-66B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_2A-66A-66C
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	66
	See CA_66A-66C Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-66B
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-66C
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2A-2A-66D
	
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_2C-66A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-5A
	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	
	
	20
	4

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3C-5A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-7A
	CA_3A-7A
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in Table 5.6A.1-3
	50
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-7A-7A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in table 5.6A.1-3
	80
	0

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 1 in table 5.6A.1-3
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in table 5.6A.1-3
	60
	1

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 2 in table 5.6A.1-3
	
	

	CA_3A-3A-42D
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	42
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1:
	
	

	CA_3A-7A-7A
	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7A-7A Bandwidth combination set 1 in table 5.6A.1-3
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	50
	1

	
	
	7
	See CA_7A-7A Bandwidth combination set 2 in table 5.6A.1-3
	
	

	CA_3A-7B
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_3A-7C
	CA_3A-7A

CA_7C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth combination set 1 in table 5.6A.1-1
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7C Bandwidth combination set 2 in table 5.6A.1-1
	
	

	CA_3C-7A
	CA_3A-7A

CA_3C
	3
	See CA_3C Bandwidth Combination Set 0 in table 5.6A.1-1
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-7C
	CA_3A-7A
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	
	

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	1

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-8A
	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-3A-8A
	CA_3A-8A
	3
	See CA_3A-3A Bandwidth Combination Set 0 in table 5.6A.1-3
	50
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in table 5.6A.1-3
	40
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3C-8A
	CA_3A-8A, CA_3C
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	50
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3A-11A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-19A
	CA_3A-19A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-3A-19A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	55
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-20A
	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-20A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-20A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-21A
	CA_3A-21A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-3A-21A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	55
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-26A
	CA_3A-26A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	3
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-27A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-28A
	CA_3A-28A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-28A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-31A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-32A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-38A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40A
	CA_3A-40A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40A-40A
	-
	3
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-40C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-40D
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-40E
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	40
	See CA_40E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3C-40A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-40C
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-41A
	CA_3A-41A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-41A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-41C
	CA_3A-41A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-41D
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3C-41A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3C-41C
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3C-41D
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-42A
	CA_3A-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-3A-42A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-42C
	CA_3A-42A, CA_42C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-42D
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-3A-42C
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_3A-42A-42C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42A-42C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_3A-42C-42C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	42
	See CA_42C-42C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_3A-42E
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	42
	See CA_42E Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_3A-46A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_3A-46C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-46D
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_3A-46E
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	100
	1

	
	
	46
	See CA_46E Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-69A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	69
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-5A
	CA_4A-5A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-5A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-5B
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-4A-5B
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-7A
	CA_4A-7A
	4
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-4A-7A
	-
	4
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-7A-7A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See the CA_7A-7A Bandwidth combination set 1 in Table 5.6A.1-3
	
	

	CA_4A-7C
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_4A-12A
	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	3

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	
	20
	5

	
	
	12
	
	
	Yes
	
	
	
	
	

	CA_4A-4A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12A-12A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_4A-4A-12A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-4A-12B
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	55
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-12B
	CA_4A-12A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-13A
	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-4A-13A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-27A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_4A-28A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-29A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-29A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-30A
	-
	4
	See CA_4A-4A Bandwidth combination set 0 in Table 5.6A.1-3
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-46A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_4A-46A-46A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46A-46A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_4A-46A-46C
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_4A-46C
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-46D
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_4A-46A-46D
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46A-46D Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-7A
	CA_5A-7A
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	30
	1

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_5A-7A-7A
	CA_5A-7A
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 3 in Table 5.6A.1-3
	
	

	CA_5A-7C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-12A
	CA_5A-12A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-12A-12A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	12
	See CA_12A-12A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5A-12B
	-
	5
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_5A-13A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_5A-17A
	CA_5A-17A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-25A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-29A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-30A
	CA_5A-30A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5B-30A
	-
	5
	See CA_5B Bandwidth combination set 0 in Table 5.6A.1-1
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-38A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-40A
	CA_5A-40A
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-5A-40A
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in table 6.140.2-2
	40
	0

	
	
	40
	
	
	
	Yes
	
	Yes
	
	

	CA_5A-40A-40A
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_5A-40C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	50
	1

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-41A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_5A-46A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_5A-46C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	5
	
	
	Yes
	Yes
	
	
	50
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-46D
	-
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	70
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_5A-46E
	-
	5
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E of Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	90
	1

	
	
	46
	See CA_46E of Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_5A-48A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	48
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-66A
	CA_5A-66A
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-5A-66A
	-
	5
	See CA_5A-5A Bandwidth combination set 0 in Table 5.6A.1-3
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-5A-66A-66A
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-5A-66A-66B
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-5A-66A-66C
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66A-66C Bandwidth Combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-5A-66B
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	40
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-5A-66C
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-5A-66D
	-
	5
	See CA_5A-5A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-66A-66A
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-66A-66C
	-
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66A-66C Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5A-66B
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-66C
	-
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5A-66D
	
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5B-66A
	-
	5
	See CA_5B Bandwidth combination set 0 in Table 5.6A.1-1
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5B-66A-66A
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5A-66A-66B
	
	5
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_5B-66A-66B
	-
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	See CA_66A-66B Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5B-66A-66C
	-
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	66
	See CA_66A-66C Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_5B-66B
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	40
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_5B-66C
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_7A-8A
	CA_7A-8A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	30
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-7A-8A
	CA_7A-8A
	7
	See CA_7A-7A Bandwidth Combination Set 1 in Table 5.6A.1-3
	50
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 2 in Table 5.6A.1-3
	40
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-12A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A
	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-20A
	-
	7
	See  CA_7C Bandwidth Combination Set 1 in table 5.6A.1-1
	60
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-22A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	22
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-26A
	CA_7A-26A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_7A-7A-26A
	-
	7
	See CA_7A-7A bandwidth combination set 3 in table 5.6A.1-3
	55
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-28A
	CA_7A-28A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7B-28A
	-
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-28A
	CA_7A-28A

CA_7C
	7
	See CA_7C bandwidth combination set 2 in table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	60
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-32A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40C
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-40D
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_7A-42A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-42A-42A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_7A-46A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_7A-46C
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-46D
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_7A-46E
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_7C-46C
	-
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1 of TS 36.101
	80
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	

	CA_7C-46D
	-
	7
	See CA_7C Bandwidth Combination Set 2 in Table 5.6A.1-1
	100
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_7A-66A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-66A
	-
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-46A
	-
	7
	See CA_7C Bandwidth Combination set 2 in Table 5.6A.1-1 of TS 36.101
	60
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_7A-66A-66A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_7C-66A-66A
	-
	7
	See CA_7C Bandwidth Combination Set 1 in Table 5.6A.1-1
	80
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_8A-11A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-20A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	30
	2

	
	
	20
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_8A-28A
	-
	8
	
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-32A
	-
	8
	
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-38A
	-
	8
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-39A
	CA_8A-39A
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	39
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-39C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	45
	0

	
	
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8B-39A
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	40
	0

	
	
	39
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8B-39C
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-40A
	-
	8
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	-
	8
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-40C
	-
	8
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	40
	See CA_40C Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_8A-41A
	CA_8A-41A
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	
	Yes
	
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	30
	1

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-41C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C bandwidth combination set 3 in table 5.6A.1-1
	
	

	CA_8A-41D
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	70
	0

	
	
	41
	See CA_41D bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_8B-41A
	-
	8
	See CA_8B Bandwidth combination set 0 in Table 5.6A.1-1
	40
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_8B-41C
	-
	8
	See CA_8B bandwidth combination set 0 in table 5.6A.1-1
	60
	0

	
	
	41
	See CA_41C bandwidth combination set 3 in table 5.6A.1-1
	
	

	CA_8B-41D
	-
	8
	See CA_8B bandwidth combination set 0 in table 5.6A.1-1
	80
	0

	
	
	41
	See CA_41D bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_8A-42A
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-42C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-46A
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_8A-46C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-46D
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8A-46E
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8B-46A
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_8B-46C
	-
	8
	See CA_8B bandwidth combination set 0 in table 5.6A.1-1
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_8B-46D
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-18A
	CA_11A-18A
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_11A-26A
	CA_11A-26A
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_11A-28A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-41A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-41C
	-
	11
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_11A-42A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_11A-42C
	-
	11
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-46A
	-
	11
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_11A-46C
	-
	11
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-46D
	-
	11
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_11A-46E
	-
	11
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_12A-25A
	-
	12
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_12A-30A
	CA_12A-30A
	12
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_12A-66A
	CA_12A-66A
	12
	 
	 
	Yes
	Yes
	 
	 
	20
	0

	
	
	66
	Yes
	Yes
	Yes
	Yes
	 
	 
	
	

	
	
	12
	 
	 
	Yes
	Yes
	 
	 
	30
	1

	
	
	66
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	 
	Yes
	Yes
	Yes
	 
	 
	30
	2

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	 
	 
	Yes
	Yes
	 
	 
	20
	3

	
	
	66
	 
	 
	Yes
	Yes
	 
	 
	
	

	
	
	12
	 
	 
	Yes
	Yes
	 
	 
	30
	4

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	 
	 
	Yes
	 
	 
	 
	20
	5

	
	
	66
	 
	 
	Yes
	Yes
	Yes
	 
	
	

	CA_12A-66A-66A
	-
	12
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_12A-66C
	-
	12
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_12B-66A
	-
	12
	See CA_12B bandwidth combination set 0 in table 5.6A.1-1
	35
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_12B-66A-66A
	-
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_13A-46A
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_13A-46C
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_13A-46D
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-46E
	-
	13
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-48A
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	48
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_13A-48A-48A
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	48
	See CA_48A-48A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-48A-48C
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	48
	See the CA_48A-48C Bandwidth combination set 0 in the Table 5.6A.1-3
	
	

	CA_13A-48C
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	48
	See CA_48C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-48D
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	48
	See the CA_48D Bandwidth combination set 0 in the Table 5.6A.1-1
	
	

	CA_13A-66A
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_13A-66A-66A
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-66A-66B
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66B Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-66A-66C
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66A-66C Bandwidth combination set 0 in Table 5.6A.1-3
	
	

	CA_13A-66B
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-66C
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_13A-66D
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_18A-28A
	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-28A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-42A
	CA_19A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-42C
	CA_19A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_19A-46A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_19A-46C
	-
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_19A-46D
	-
	19
	
	
	Yes
	Yes
	Yes
	
	75
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_19A-46E
	-
	19
	
	
	Yes
	Yes
	Yes
	
	95
	0

	
	
	46
	See CA_42E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_20A-28A7
	-
	20
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-31A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_20A-32A
	-
	20
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-38A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-38C
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	38
	See CA_38C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	
	
	
	
	
	
	
	
	
	
	

	CA_20A-40A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	
	35
	1

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	A_20A-40A-40A
	-
	20
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 1 in Table 5.6A.1-3
	
	

	CA_20A-40C
	-
	20
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_20A-40D
	-
	20
	
	
	Yes
	Yes
	Yes
	
	75
	0

	
	
	40
	See CA_40D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_20A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-42A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_20A-67A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	67
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-75A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	75
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-76A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	76
	
	
	Yes
	
	
	
	
	

	CA_21A-28A
	CA_21A-28A
	21
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_21A-42A
	CA_21A-42A
	21
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_21A-42C
	CA_21A-42A
	21
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_21A-46A
	-
	21
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_21A-46C
	-
	21
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_21A-46D
	-
	21
	
	
	Yes
	Yes
	Yes
	
	75
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_21A-46E
	-
	21
	
	
	Yes
	Yes
	Yes
	
	95
	0

	
	
	46
	See CA_42E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_23A-29A
	-
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	23
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_25A-26A
	-
	25
	
	Yes
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	25
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	25
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_25A-25A-26A
	-
	25
	See CA_25A-25A Bandwidth Combination Set 1 in Table 5.6A.1-3
	45
	0

	
	
	26
	
	Yes
	Yes
	
	
	
	
	

	CA_25A-41A8
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_25A-41C8
	CA_41C
	25
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_25A-41D8
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_26A-41A
	-
	26
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_26A-41C
	-
	26
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_26A-46A
	CA_26A-46A
	26
	
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_28A-40A
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-40C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-40D
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_28A-41A
	CA_28A-41A
	28
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-41C
	
	28
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C Bandwidth Combination set 0 in Table 5.6A.1-1
	
	

	CA_28A-42A
	CA_28A-42A
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_28A-42C
	CA_28A-42A, CA_42C
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_28A-46A
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_28A-46C
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-46D
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_28A-46E
	-
	28
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination set 1 in Table 5.6A.1-1
	
	

	CA_29A-30A
	-
	29
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_29A-66A
	-
	29
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_29A-66C
	
	29
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth Combination set 0 in Table 5.6A.1-1
	
	

	CA_29A-66A-66A
	
	29
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination set 0 in Table 5.6A.1-3
	
	

	CA_29A-70A
	-
	29
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	70
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_29A-70C
	-
	29
	
	
	Yes
	Yes
	
	
	35
	0

	
	
	70
	See CA_70C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_30A-66A
	CA_30A-66A
	30
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_30A-66A-66A
	
	30
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination set 0 in Table 5.6A.1-3
	
	

	CA_34A-39A
	
	34
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	39
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_34A-41A
	
	34
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_38A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	40
	0

	
	
	40
	
	
	
	Yes
	
	Yes
	
	

	
	
	38
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_38A-40A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	
	
	38
	
	
	
	Yes
	Yes
	Yes
	60
	1

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 1 in Table 5.6A.1-3
	
	

	CA_38A-40C
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	38
	
	
	
	Yes
	Yes
	Yes
	60
	1

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_38A-40D
	-
	38
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_39A-40A
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_39A-40C
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 0 in the Table 5.6A.1-1
	
	

	CA_39A-40D
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	40
	See CA_40D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_39A-40E
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	40
	See the CA_40E Bandwidth combination set 0 in the Table 5.6A.1-1 
	
	

	CA_39C-40A
	-
	39
	See CA_39C Bandwidth combination set 0 in the Table 5.6A.1-1
	55
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_39C-40C
	-
	39
	See CA_39C Bandwidth combination set 0 in Table 5.6A.1-1
	75
	0

	
	
	40
	See CA_40C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_39C-40D
	-
	39
	See the CA_39C Bandwidth combination set 0 in the Table 5.6A.1-1 
	95
	0

	
	
	40
	See the CA_40D Bandwidth combination set 0 in the Table 5.6A.1-1 
	
	

	CA_39A-41A
	CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41C
	CA_41C

CA_39A-41A
CA_39A-41C
	39
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41D
	CA_41C

CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41A
	CA_39C

CA_39A-41A
CA_39C-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41C
	CA_39C

CA_41C

CA_39A-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	75
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41D
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	95
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-42A
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_39A-42C
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_39A-42D
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_39A-42E
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	42
	See the CA_42E Bandwidth combination set 0 in the Table 5.6A.1-1 
	
	

	CA_39C-42A
	-
	39
	See CA_39C Bandwidth Combination Set 0 in the Table 5.6A.1-1 
	55
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_39C-42C
	-
	39
	See CA_39C Bandwidth combination set 0 in Table 5.6A.1-1
	75
	0

	
	
	42
	See CA_42C Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_39C-42D
	-
	39
	See the CA_39C Bandwidth combination set 0 in the Table 5.6A.1-1 
	95
	0

	
	
	42
	See the CA_42D Bandwidth combination set 1 in the Table 5.6A.1-1 
	
	

	CA_39A-46A
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_39A-46C
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-46D
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See the CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_39A-46E
	-
	39
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39C-46A
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_39C-46C
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	75
	0

	
	
	46
	See the CA_46C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_39C-46D
	-
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	95
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40A-41A
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_40A-42A
	-
	40
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_40A-42C
	-
	40
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40C-42C
	-
	40
	See CA_40C Bandwidth combination set 1 in Table 5.6A.1-1
	80
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40A-46A
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	46
	
	
	
	Yes
	
	Yes
	
	

	CA_40A-46C
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	46
	See CA_46C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_40A-46D
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	80
	1

	
	
	46
	See CA_46D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_40A-46E
	-
	40
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	100
	1

	
	
	46
	See CA_46E Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_40C-42A
	-
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_40C-46A
	-
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_40C-46C
	-
	40
	See CA_40C Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40C-46D
	-
	40
	See CA_40C Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_40D-46A
	-
	40
	See CA_40D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_40D-46C
	-
	40
	See CA_40D Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_41A-42A
	CA_41A-42A
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41A-42C
	CA_41A-42A, CA_42C
	41
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41A-42D
	-
	41
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42D Bandwidth combination set 1 in Table 5.6A.1-1
	
	

	CA_41C-42A
	CA_41A-42A, CA_41C
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41C-42C
	CA_41A-42A, CA_41C, CA_42C
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	80
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41C-42D
	-
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	42
	See CA_42D Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41D-42A
	-
	41
	See CA_41D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41D-42C
	-
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	100
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_41A-46A
	-
	41
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_41A-46C
	-
	41
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	46
	See CA_46C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_41A-46D
	-
	41
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_41A-46E
	-
	41
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	46
	See the CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_41C-46A
	-
	41
	See CA_41C Bandwidth Combination Set 2 in Table 5.6A.1-1
	60
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_41C-46C
	-
	41
	See CA_41C Bandwidth combination set 2 in Table 5.6A.1-1
	80
	0

	
	
	46
	See CA_46C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_41C-46D
	-
	41
	See the CA_41C Bandwidth combination set 2 in Table 5.6A.1-1
	100
	0

	
	
	46
	See the CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_41D-46A
	-
	41
	See CA_41D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_41D-46C
	-
	41
	See the CA_41D Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	46
	See the CA_46C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_42A-46A
	-
	42
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	46
	
	
	
	
	
	Yes
	
	

	CA_46A-46A-66A
	-
	46
	See CA_46A-46A Bandwidth combination set 0 in Table 5.6A.1-3
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-46C-66A
	-
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-46D-66A
	-
	46
	See CA_46A-46D Bandwidth Combination Set 0 in Table 5.6A.1-3
	100
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46C-66A
	-
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.6A.1-1
	60
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-66A
	-
	46
	
	
	
	
	
	Yes
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-66A-66A
	-
	46
	
	
	
	
	
	Yes
	60
	0

	
	
	66
	See the CA_66A-66A Bandwidth combination set 0 in the Table 5.6A.1-3 from 36.101
	
	

	CA_46A-66C
	-
	46
	
	
	
	
	
	Yes
	60
	0

	
	
	66
	See the CA_66C Bandwidth combination set 0 in the Table 5.6A.1-1
	
	

	CA_46D-66A
	-
	46
	See CA_46D Bandwidth combination set 0 in Table 5.6A.1-1
	80
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46E-66A
	-
	46
	See CA_46E Bandwidth combination set 0 in Table 5.6A.1-1
	100
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-70A
	-
	46
	
	
	
	
	
	Yes
	35
	0

	
	
	70
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_48A-66A
	-
	48
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_48A-48C-66A
	-
	48
	See the CA_48A-48C Bandwidth combination set 0 in the Table 5.6A.1-3
	80
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_48A-66A-66A
	-
	48
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_48A-66B
	-
	48
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	66
	See CA_66B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_48A-66C
	-
	48
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	66
	See CA_66C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_48D-66A
	-
	48
	See the CA_48D Bandwidth combination set 0 in the Table 5.6A.1-1
	80
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_66A-70A
	-
	66
	 
	 
	Yes
	Yes
	 Yes
	Yes 
	35
	0

	
	
	70
	 
	 
	Yes
	Yes
	Yes
	
	
	

	CA_66A-66A-70A
	-
	66
	See  CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	55
	0

	
	
	70
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_66A-70C
	-
	66
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	
	70
	See  CA_70C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_66A-66A-70C
	-
	66
	See the CA_66A-66A Bandwidth combination set 0 in Table 5.6A.1-3
	65
	0

	
	
	70
	See the CA_70C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	CA_66C-70A
	-
	66
	See CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	55
	0

	
	
	70
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_66C-70C
	-
	66
	See the CA_66C Bandwidth combination set 0 in Table 5.6A.1-1
	65
	0

	
	
	70
	See the CA_70C Bandwidth combination set 0 in Table 5.6A.1-1
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 5: 
For TDD inter-band Carrier Aggregtion only non-simultaneous Rx/Tx uplink CA configurations can be supported by UE supporting corresponding DL CA configuration without simultaneous Rx/Tx.

NOTE 6: 
Void
NOTE 7:
Power imbalance between downlink carriers on Band 20 and Band 28 is assumed to be within [6dB].
NOTE 8:
For the corresponding CA configuration, UE may not support Pcell transmissions in this E-UTRA band


<Next changed section>
6.2.2A
UE maximum output power for CA

The following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth.

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the requirements in subclause 6.2.2 apply. For inter-band carrier aggregation with uplink assigned to one E-UTRA band in Band 41, the requirements for power class 2 are not applicable and the corresponding requirements for a power class 3 UE shall apply. For inter-band carrier aggregation with uplink assigned to one E-UTRA band in Band 3, 20, or 28, the requirements for power class 1 are not applicable and the corresponding requirements for a power class 3 UE shall apply.
For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The maximum output power is specified in Table 6.2.2A-0.
For E-UTRA CA bands including an uplink LAA Scell in Band 46, the UE shall meet the following additional requirements for transmission within the frequency ranges 5150-5350 MHz and 5470-5725 MHz:

-
a maximum mean power density of 10 dBm in any 1 MHz band when the network signaling value NS_28 or NS_29 is indicated in the LAA Scell;

-
a maximum mean power density of 11 dBm in any 1 MHz band when the network signaling value NS_30 is indicated in the LAA Scell;

the following additional requirements for transmission within the frequency range 5150-5250 MHz:

-
a maximum mean power density of 4 dBm in any 1 MHz band when the network signaling value NS_31 is indicated in the LAA Scell;

the following additional requirements for transmission within the frequency ranges 5250-5350 MHz, 5470-5725 MHz and 5725-5850 MHz:

-
a maximum mean power density of 10 dBm in any 1 MHz band when the network signaling value NS_31 is indicated in the LAA Scell;

where the said network signaling values are specified in clause 6.2.4.

Table 6.2.2A-0: UE Power Class for uplink interband CA (two bands)
	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1A-3A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-5A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-8A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-11A
	
	
	
	
	23
	+2/-35
	
	

	CA_1A-18A
	
	
	
	
	23
	+2/-35
	
	

	CA_1A-19A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-21A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-26A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_2A-4A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-5A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_2A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-13A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-30A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-46A
	
	
	
	
	23
	+2/-3
	
	

	CA_2A-66A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-5A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-7A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-8A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-19A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-20A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-21A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-26A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-28A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-40A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-42A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-5A
	
	
	
	
	23
	+2/-3
	
	

	CA_4A-7A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-13A
	
	
	
	
	23
	 +2/-3
	
	

	CA_4A-17A
	
	
	
	
	23
	+2/-3
	
	

	CA_5A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_5A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_5A-17A
	
	
	
	
	23
	+2/-3
	
	

	CA_5A-30A
	
	
	
	
	23
	 +2/-32
	
	

	CA_5A-40A
	
	
	
	
	23
	 +2/-32
	
	

	CA_5A-66A
	
	
	
	
	23
	 +2/-32
	
	

	CA_7A-8A
	
	
	
	
	23
	 +2/-32
	
	

	CA_7A-20A
	
	
	
	
	23
	 +2/-32
	
	

	CA_7A-26A
	
	
	
	
	23
	+2/-32
	
	

	CA_7A-28A
	
	
	
	
	23
	+2/-32
	
	

	CA_8A-39A
	
	
	
	
	23
	+2/-32
	
	

	CA_8A-41A
	
	
	
	
	23
	+2/-32
	
	

	CA_11A-18A
	
	
	
	
	23
	+2/-3
	
	

	CA_11A-26A
	
	
	
	
	23
	+2/-3
	
	

	CA_12A-30A
	
	
	
	
	23
	+2/-3
	
	

	CA_12A-66A
	
	
	
	
	23
	+2/-3
	
	

	CA_18A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_19A-21A
	
	
	
	
	23
	+2/-3
	
	

	CA_19A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_21A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_21A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_26A-46A
	
	
	
	
	23
	+2/-3
	
	

	CA_28A-41A
	
	
	
	
	23
	+2/-3
	
	

	CA_28A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_30A-66A
	
	
	
	
	23
	+2/-3
	
	

	CA 39A-41A
	
	
	
	
	23
	+2/-32
	
	

	CA_39A-41C
	
	
	
	
	23
	+2/-32
	
	

	CA_39C-41A
	
	
	
	
	23
	+2/-32
	
	

	CA_41A-42A
	
	
	
	
	23
	 +2/-32
	
	

	NOTE 1:
Void

NOTE 2:
2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).

NOTE 5:
For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB for transmission bandwidths confined within 815 MHz and 818 MHz.


For uplink intra-band contiguous carrier aggregation the maximum output power is specified in Table 6.2.2A-1. For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the E-UTRA band, the maximum output power is specified in Table 6.2.2-1.
Table 6.2.2A-1: CA UE Power Class for intraband contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1C
	
	
	
	
	23
	+2/-2
	
	

	CA_3C
	
	
	
	
	23
	+2/-22
	
	

	CA_5B
	
	
	
	
	23
	+2/-22
	
	

	CA_7C
	
	
	
	
	23
	+2/-22
	
	

	CA_8B
	
	
	
	
	23
	+2/-22
	
	

	CA_38C
	
	
	
	
	23
	+2/-2
	
	

	CA_39C
	
	
	
	
	23
	+2/-2
	
	

	CA_40C
	
	
	
	
	23
	+2/-2
	
	

	CA_40D
	
	
	
	
	23
	+2/-2
	
	

	CA_41C
	
	
	
	
	23
	+2/-22
	
	

	CA_42C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:
Void

NOTE 2:
If all transmitted resource blocks (Figure 5.6A-1) over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in subclause 6.2.2 apply. For intra-band non-contiguous carrier aggregation with two uplink carriers the maximum output power is specified in Table 6.2.2A-2.

Table 6.2.2A-2: UE Power Class for intraband non-contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_4A-4A
	
	
	
	
	23
	+2/-2
	
	

	NOTE 1:
For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 2:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 3: 
For intra-band non-contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


<Next changed section>
Table 7.3.1A-0f: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA CA 

Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_1A-3A
	1
	1950
	5
	25
	2140
	23
	FDD
	IMD3

	
	3
	1760
	5
	25
	1855
	N/A
	
	N/A

	CA_1A-8A
	1
	1965
	5
	25
	2155
	6
	FDD
	IMD4

	
	8
	887.5
	5
	25
	932.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1860
	20
	502
	1940
	5
	FDD
	IMD3

	
	4
	1752.5
	5
	25
	2152.5
	N/A
	
	N/A

	CA_2A-4A
	2
	1868.3
	5
	25
	1948.3
	N/A
	FDD
	N/A

	
	4
	1735
	5
	25
	2135
	5
	
	IMD5

	CA_2A-46A
	2
	1880
	5
	25
	1960
	12.0
	FDD
	IMD34

	
	46
	5720
	20
	100
	5720
	N/A
	
	N/A

	CA_2A-66A
	2
	1855
	5
	25
	1935
	20
	FDD
	IMD3

	
	66
	1775
	5
	25
	2175
	N/A
	
	N/A

	CA_2A-66A
	2
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	
	66
	1750
	5
	25
	2150
	4
	
	IMD5

	CA_3A-5A
	3
	1771
	10
	50
	1866
	4
	FDD
	IMD4

	
	5
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-5A
	3
	1721
	10
	50
	1816
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	24
	
	IMD24

	CA_3A-7A
	3
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	10
	50
	2655
	13
	
	IMD4

	CA_3A-8A
	3
	1755
	10
	50
	1850
	N/A
	FDD
	N/A

	
	8
	900
	5
	25
	945
	8
	
	IMD44

	CA_3A-8A
	3
	1747.5
	10
	50
	1842.5
	6.4
	FDD
	IMD5

	
	8
	897.5
	5
	25
	942.5
	N/A
	
	N/A

	CA_3A-19A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	19
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-19A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	19
	838
	5
	25
	883
	27
	
	IMD24

	CA_3A-20A
	3
	1775
	5
	25
	1870
	4
	FDD
	IMD4

	
	20
	840
	5
	25
	799
	N/A
	
	N/A

	CA_3A-20A
	3
	1735
	5
	25
	1830
	N/A
	FDD
	N/A

	
	20
	847
	5
	25
	806
	9
	
	IMD4

	CA_3A-26A
	3
	1771
	5
	25
	1866
	4
	FDD
	IMD4

	
	26
	838
	5
	25
	883
	N/A
	
	N/A

	CA_3A-26A
	3
	1721
	5
	25
	1816
	N/A
	FDD
	N/A

	
	26
	838
	5
	25
	883
	26
	
	IMD24

	CA_3A-41A
	3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	41
	2657.5
	5
	25
	2657.5
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1740
	5
	25
	1835
	29.8
	FDD
	IMD24

	
	42
	3575
	5
	25
	3575
	N/A
	TDD
	N/A

	CA_3A-42A
	3
	1765
	5
	25
	1860
	8.0
	FDD
	IMD44

	
	42
	3435
	5
	25
	3435
	N/A
	TDD
	N/A

	CA_4A-5A
	4
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	
	5
	838
	5
	25
	883
	26
	
	IMD24

	CA_4A-7A
	4
	1730
	5
	25
	1825
	N/A
	FDD
	N/A

	
	7
	2535
	5
	25
	2655
	15
	
	IMD4

	CA_5A-7A
	5
	834
	5
	25
	879
	12
	FDD
	IMD34

	
	7
	2547
	10
	50
	2667
	N/A
	
	N/A

	CA_5A-66A
	5
	838
	5
	25
	883
	30
	FDD
	IMD24

	
	66
	1721
	5
	25
	2121
	N/A
	
	N/A

	CA_7A-20A
	7
	2512
	10
	50
	2632
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	12
	
	IMD34

	CA_7A-26A
	7
	2556
	5
	25
	2676
	N/A
	FDD-FDD
	N/A

	
	26
	837
	5
	25
	882
	16.0
	
	IMD3

	
	7
	2567.5
	5
	25
	2687.5
	2.5
	FDD-FDD
	IMD5

	
	26
	816.5
	5
	25
	861.5
	N/A
	
	N/A

	CA_8A-41A
	8 
	882.5
	5
	25 
	927.5
	12.1
	FDD
	IMD34

	
	41
	2685
	10
	50 
	2685
	N/A 
	TDD
	N/A

	CA_19A-42A3
	19
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_21A-28A
	21
	1450.4
	5
	25
	1498.4
	[2.5]
	FDD
	IMD5

	
	28
	735.5
	5
	25
	790.5
	N/A
	TDD
	N/A

	CA_21A-42A3
	21
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	42
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_28A-42A
	28
	705.5
	5
	25
	760.5
	[5.5]
	FDD
	IMD5

	
	42
	3582.5
	5
	25
	3582.5
	N/A
	TDD
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0 

NOTE 3:
No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3.1 apply).

NOTE 4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Void

NOTE 6:
For operations with 4 antenna ports, the MSD in the applicable bands shall be modified by the absolute value of ΔRIB,4R in Table 7.3.1-1a when MSD > 0.


<End of Changes>
