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1. Overall Description:
RAN4 would like to thank RAN2 for their LS NR UE baseband capabilities signalling. RAN4 discussed the questions raised in the LS and came to the following conclusions:

· Signalling solution direction

· RAN4 agrees with the RAN2 solutions direction in which “baseband capabilities are extracted from the BC structure and the baseband capabilities are conveyed in a separate table”.

· RAN4 discussed the example solutions provided in the RAN2 LS and thinks that Example solution 1 provides better level of flexibility in terms of UE implementation. Example 2 solution may limit UE implementation flexibility.

· NR UE baseband capabilities

· RAN4 confirms that At least the following factors have impact on the UE baseband complexity and should be considered as a part of baseband capabilities signalling:

· Number of supported CCs

· BW per each supported CC

· Number of MIMO layers per each CC

· RAN4 will further discuss the exact list of NR UE baseband capabilities to be included in the Baseband capability signalling.

· LTE UE baseband capabilities

· RAN4 thinks that the described approach to optimize NR UE baseband capabilities signalling may be beneficial for LTE as well. In particular, the following LTE UE baseband capabilities may benefit from the introduction of signalling optimization: TM10, FD-MIMO, MUST.
2. Actions:

To RAN WG2
RAN4 respectfully asks RAN1 to take into account the RAN2 conclusions in the future work.
3. Date of Next RAN WG4 Meetings:

TSG RAN WG4 Meeting #85


27 Nov – 01 Dec, 2017

Reno, USA
TSG RAN WG4 Meeting #86


26 Feb – 03 March, 2018

Athens, Greece
