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Background
A skeleton for TR 38.817-02 has been approved in [1]. 
During RAN4#NR AH3, a way forward has been agreed on UE ON/OFF mask design in [2]. Based on this way forward, we provided a contribution where we proposed our understanding related to UE ON/OFF maskin [3].
Proposal
We propose to adopt the text in this contribution to TR 38.817-02. 
[bookmark: _In-sequence_SDU_delivery]References
[bookmark: _Ref494710602][bookmark: _Ref174151459][bookmark: _Ref189809556]R4-1710085, TR 38.817-02 v0.2.0: General aspects for BS RF for NR 
[bookmark: _Ref494710732][bookmark: _Ref449612696][bookmark: _Ref450945861]R4-1709975, WF on ON-to-OFF and OFF-to-ON transient time for NR UE, Ericsson, Qualcomm, Verizon, Vodafone, Orange, InterDigital, T-Mobile USA, Sony, Deutsche Telekom, Softbank, NTT DOCOMO, INC, AT&T
[bookmark: _Ref494710824]R4-1711492, Further discussions on NR UE transient time for FR1 and FR2, Ericsson

Text proposal for TR 38.817-01
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Detailed structure of the subclause is TBD.
5.7 ON/OFF time mask for FR1
5.7.1 UE transient time for FR1
For NR, we define three different transient times:
· TX-TX time: TX-TX time refers to switching time related to change of power between consecutive UL transmissions. This is applicable between consecutive transmission when UL power levels need to be changed.
· TX-RX time: TX-RX time refers to time required for switching from UL to DL. This corresponds closely to ON-OFF time
· RX-TX time: RX-TX time refers to time required for switching from DL to UL. This corresponds closely to OFF-ON time.
Following transient times are defined for FR1 in Table 5.7.1-1:
Table 5.7.1-1 Transient times for FR1
	
	FR1

	TX-TX
	10µs

	TX-RX
	10µs

	RX-TX
	10µs



[bookmark: _Toc494312192]6	UE Receiver characteristics (frequency range 1)
[bookmark: _Toc494312193]6.1	General
Detailed structure of the subclause is TBD.

<End of Text proposal>

<Start of Text proposal>
7.6	Transmit intermodulation
Detailed structure of the subclause is TBD.
7.7 ON/OFF time mask for FR2
7.7.1 UE transient time for FR2
Similar to FR1, three different transient times are defined for FR2. See Section 5.7.1 for definition of these three transient time parameters. 
Following transient times are defined for FR2 in Table 7.7.1-1:
Table 7.7.1-1 Transient times for FR2
	
	FR2

	TX-TX
	5µs

	TX-RX
	5µs

	RX-TX
	5µs





8	UE Receiver characteristics (frequency range 2)
8.1	General
Detailed structure of the subclause is TBD.
<End of Text proposal>
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