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1. Introduction

SK telecom submit TP for TR 36.715-02-02 on CA combination CA_7A-26A in RAN4 #84[1]. In this text proposal, we suggest MSD analysis from interested company[2].
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6 Dual Uplink Inter-band Carrier Aggregation: Specific Band Combination Part
< Unchanged section omitted >
6.3.5
MSD
As shown in Table 6.3.3-1, 3rd and 5th IMDs fall into the own Band 26 Rx frequency band, the 5th IMD fall into the own Band 7 Rx frequency band.
Table 6.3.5-1: MSD summary for dual uplink B7+B26
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA
Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	DL BW

(MHz)
	MSD 
(dB)
	Duplex mode
	Comment

	CA_7A-26A
	7
	2556
	5
	25
	2676
	5
	N/A
	FDD-FDD
	N/A

	
	26
	837
	5
	25
	882
	5
	16.0
	
	IMD3

	
	7
	2567.5
	5
	25
	2687.5
	5
	2.5
	FDD-FDD
	IMD5

	
	26
	816.5
	5
	25
	861.5
	5
	N/A
	
	N/A


----- End of TP -----
