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1. Introduction
This revision of [1]  contains a text proposal for the UE maximum output power for 38-101-2.  
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2. Proposal

It is proposed that the text proposal below is included into the latest version of 38.101-2. 
References





[1]  R4-1710901, “TP to 38.101-2: Maximum output power and Pcmax”, Ericsson
TEXT PROPOSAL:

< start of text proposal >

6
Transmitter characteristics

6.1
General

Detailed structure of the subclause is TBD.

6.2
Transmitter power

Detailed structure of the subclause is TBD.

11556
6.2.1
General

Requirements on transmit power are defined in terms of EIRP (effective isotropic radiated power) and TRP (total radiated power), 
6.2.2
UE maximum output power

6.2.2.1
UE Power Class
The maximum output power (EIRP) for any transmission bandwidth within a channel bandwidth shall be in accordance with the UE power classes defined in Table 6.2.2.1-1. For each UE power class supported, the peak EIRP for shall exceed the minimum requirement specified in Table 6.2.2-1.[The measurement of the UE maximum output power is TBD.]
Table 6.2.2-1: UE Power Class 
	NR operating band
	Peak EIRP                                            [dBm]

	
	Power Class 1

	n257
	

	n258
	

	n259
	

	n260
	


	
	

	
	
	

	
	
	


The requirements in Table 6.2.2.2-2 apply for each operating band listed regardless of power class and operating mode.
Table 6.2.2-2: Additional requirement on maximum EIRP 

	NR operating band
	EIRPmax                                            [dBm]
	Device type

	
	
	


6.2.2.2
Additional requirement on TRP

For each UE power class supported, the maximum TRP shall not exceed the power level TRPmax specified in Table 6.2.2.2-1
Table 6.2.2.2-1: Additional requirement on TRP 

	NR operating band
	TRPmax                                            [dBm]

	
	Power Class 1

	n257
	

	n258
	

	n259
	

	n260
	


6.2.2.3
Additional requirement on EIRP (spherical coverage)
< text to be added >













< end of text proposal >
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