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1. Overall Description:

RAN2 has discussed the topic of UE performing measurements during RRC_IDLE on potential SCells for quick reporting of the measurement results during RRC connection setup. This aims to reduce latency of configuring SCells to UE to improve utilization of SCells. RAN2 has agreed on the following:

Agreements:

1
UE can be indicated an inter-frequency carrier(s) to measure during the idle state. The inter-frequency measurement operation and requirement is FFS. How fast to report the measurement is FFS. The security issue of report is FFS.

2
It is FFS on whether configuring a SCell to be directly in active state at RRC reconfiguration. 
Agreements:

1
The indication for which carrier(s) UE could do the IDLE measurements is included in SIB5 and dedicated RRC signalling (including the valid timer). FFS the value range of the timer.

2
UE indicates the availability of inter-frequency measurements in RRCConnectionSetupComplete or RRCConnectionResumeComplete
RAN2 would respectfully request RAN4 to start the work on the topic and provide responses for the following questions on the RAN2 agreements:
1) For measurements indicated from UE to eNB at connection setup, what kind of requirements could be defined (e.g. for measurement accuracy) for inter-frequency measurements done by UE during IDLE mode? 

2) Would there be any difference in measurement accuracy?  What would be acceptable measurement period for such inter-frequency measurements of potential SCells during IDLE mode?

Additionally, RAN2 would like RAN4 to start the work on identifying the necessary requirements needed to complete the work in euCA.
2. Actions:
To: 3GPP TSG RAN WG4 group.

ACTION: 
RAN2 respectfully requests RAN4 to provide information on the following:

1) For measurements indicated from UE to eNB at connection setup, what kind of requirements could be defined (e.g. for measurement accuracy) for inter-frequency measurements done by UE during IDLE mode? 

2) Would there be any difference in measurement accuracy? What would be acceptable measurement period for such inter-frequency measurements of potential SCells during IDLE mode?

Additionally, RAN2 would like RAN4 to start the work on identifying the necessary requirements needed to complete the work in euCA.

3. Date of Next TSG-RAN WG2 Meetings:

RAN2#100
27 November -1 December 2017
Reno, USA
RAN2#101
26 February – 2 March 2018

Athens, Greece

