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1 Introduction
During previous RAN4#84bis meeting in Dubrovnik, TP to TR 38.817-02 was approved in [1]. During online presentation, it was commented that for the relationship among the core and conformance requirements for NR BS will be modified comparing to the legacy specifications, as in case of NR BS, for some requirements a single core requirements will be translated into two different test requirements, i.e. one for conducted conformance, and the second one for radiated conformance. This is due to the fact, that Measurement Uncertainties for the conducted and for the radiated test setups are expected to differ. 
In this contribution we provide TP to draft TS 38.104 [2] to address relation for the case of single core requirement and two different test requirements for the conducted and radiated conformance requirement, respectively. 
The following modifications were introduced in the proposed TP: 
· Section 4.2: text update to address relation for the case of single core requirement and two different test requirements.
Mirror TP to the TR 38.817-02 is provided in [3].
2 Conclusion
Based on the above introduction, the following is proposed:
Proposal 1: approve the attached TP to draft TS 38.104 on the relations between single core and conducted/OTA test requirements.
3 References
R4-1710585		TP for TS 38.817-02: Relationship between minimum requirements and test requirements; Regional requirements, Ericsson
3GPP TS 38.104 v0.4.0
R4-1712650		TP to TR 38.817-02: relations between single core and conducted/OTA test requirements


TP to the draft TS 38.104
In this section, TP to the TS 38.104 [1] is proposed for approval.
------------------------------ Modified section ------------------------------
[bookmark: _Toc496109022]4.2	Relationship between minimum requirements and test requirements
Conformance to the present specification is demonstrated by fulfilling the test requirements specified in the conformance specification 3GPP TS 38.141-1 [5] for conducted testing or in TS 38.141-2 [6] for radiated testing., part 1 [5] and part 2 [6]. 

The Minimum Requirements given in this specification make no allowance for measurement uncertainty. TestThe test specification TS 38.141-1 [5] defines conducted test tolerances and test specification TS 38.141-2 [6] TS 38.141 [5,6] definess radiated test tolerances. These test tolerances are individually calculated for each test. The test tolerances are used to relax the minimum requirements in this specification to create test requirements. For some requirements, including regulatory requirements, the test tolerance is set to zero.
NOTE: 	In case of Minimum Requirements reusing the same values for conducted and OTA requirements in this specification, a single Minimum Requirements will result in two different test requirements for the conducted and for the OTA testing, due to different test setups for conducted and for OTA testing.

The measurement results returned by the test system are compared - without any modification - against the test requirements as defined by the shared risk principle. 
The shared risk principle is defined in rRecommendation ITU‑R M.1545 [7].
------------------------------ End of modified sections ------------------------------
