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1 Introduction
During RAN4#85 meeting, the core specification for NR BS in TS 38.104 needs to be completed for Rel-15. As the NR BS test specifications in TS 38.141-1 and TS 38.141-2 needs to be submitted for information to RAN#79 and later for approval to RAN#80 (March 2018 and June 2018, respectively), it is proposed to start building basis for the NR BS test specification.  
The attached TP to TS 38.141-1 v0.0.1 [1] is an updated version of the initial TP submitted to RAN4-NR#3 meeting in [2].
In this contribution we provide TP to TS 38.141-2 on definitions, symbols and abbreviations in section 3. Additionally, the scope text is updated. 
2 Conclusion
Proposal 1: approve the attached TP to TS 38.141-1 v0.0.1.
4 References
TS 38.141-1, v. 0.0.1 
R4-1709805		TP to draft TS 38.141-2: section 4, RAN4-NR#3

TP to TS 38.141-1
In this section, TP to the TS 38.141-1 [1] is proposed for approval.
------------------------------ Modified section ------------------------------
[bookmark: _Toc481570467][bookmark: _Toc498537761]1	Scope
The present document specifies the Radio Frequency (RF) test methods and conformance requirements for NR Base Station (BS). These have been derived from, and are consistent with the NR BS specification defined in TS 38.104 [2]. The technical specification TS 38.141 is in 2 parts, part TS 38.141-1 covers conducted requirements and part TS 38.141‑2 (the present document) covers radiated requirements.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc481570469][bookmark: _Toc498537763]3	Definitions, symbols and abbreviations
[bookmark: _Toc481570470][bookmark: _Toc498537764]3.1	Definitions
[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
BS type: NR base station supporting one of the requirement sets in table 3.1-1
example: text used to clarify abstract rules by applying them literally.operating band: frequency range in which NR operates (paired or unpaired), that is defined with a specific set of technical requirements
NOTE:	The operating band(s) for a BS is declared by the manufacturer according to the designations in TS 38.104 [x].
radiated interface boundary: operating band specific reference point for radiated requirements, defined in the near field or in the far field depending on the radiated requirement’s testability feasibility 
requirement set: set of requirements as defined in table 3.1-1
Table 3.1-1: Supported requirement sets
	BS type / Requirement set
	BS Description

	1-C
	A BS operating at FR1 with all requirements defined at individual antenna connectors.

	1-H
	A BS operating at FR1 with a requirement set holding requirements defined at the TAB and OTA requirements defined at RIB.

	1-O
	A BS operating at FR1 with a requirement set consisting only OTA requirements defined at the RIB. 

	2-O
	A BS operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB. 



TAB connector: transceiver array boundary connector
transceiver array boundary: conducted interface between the transceiver unit array and the composite antenna

[bookmark: _Toc481570471][bookmark: _Toc498537765]3.2	Symbols
For the purposes of the present document, the following symbols apply:
<symbol>	<Explanation>

[bookmark: _Toc481570472][bookmark: _Toc498537766]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
<ACRONYM>	<Explanation>AA	Antenna Array
DUT	Device Under Test
RDN	Radio Distribution Network
RIB	Radiated Interface Boundary
TAB	Transceiver Array Boundary
TT	Test Tolerance
------------------------------ End of modified sections ------------------------------
