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1 Introduction
During RAN4#85 meeting, the core specification for NR BS in TS 38.104 needs to be completed for Rel-15. As the NR BS test specifications in TS 38.141-1 and TS 38.141-2 needs to be submitted for information to RAN#79 and later for approval to RAN#80 (March 2018 and June 2018, respectively), it is proposed to start building basis for the NR BS test specification.  
The attached TP to TS 38.141-2 v0.0.1 [1] is an updated version of the initial TP submitted to RAN4-NR#3 meeting in [2].
In this contribution we provide TP to TS 38.141-2 on general sections for Tx, Rx and performance requirements in subclauses 6.1, 7.1 and 8.1 respectively.  
2 Discussion
Most of the proposed modifications in the TP were based on the E-UTRA conformance spec in TS 36.141, as well as the OTA AAS BS conformance spec in TS 37.145-2. 
This TP is reflecting modifications from TP to the TS 38.141-1 in [3].
For section 8, the NR uplink channels PUCCH, PUSCH and PRACH were considered. 
2 Conclusion
Proposal 1: approve the attached TP to TS 38.141-2 v0.0.1.
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TP to TS 38.141-2
In this section, TP to the TS 38.141-2 [1] is proposed for approval.
------------------------------ Modified section ------------------------------
[bookmark: _Toc481653317][bookmark: _Toc498537787]6.1	General
This subclause describes any general aspects of radiated transmitter characteristics and relations between requirements. 
General test conditions for transmitter tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc481653330][bookmark: _Toc498537801]7.1	General	
This subclause describes any general aspects of radiated receiver characteristics and relations between requirements.
General test conditions for receiver tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
Unless otherwise stated the requirements in clause 7 apply during the BS receive period.
[The throughput requirements defined for the conducted receiver characteristics in this clause do not assume HARQ transmissions.]
When the BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.
[bookmark: _Toc498537802][bookmark: _Toc481653331]7.2	OTA sensitivity
Detailed structure of the subclause is TBD.
[bookmark: _Toc498537803]7.3	OTA rReference sensitivity level
Detailed structure of the subclause is TBD.
[bookmark: _Toc481653332][bookmark: _Toc498537804]7.4	OTA dDynamic range
Detailed structure of the subclause is TBD.
[bookmark: _Toc481653333][bookmark: _Toc498537805]7.5	OTA iIn-band selectivity and blocking
Detailed structure of the subclause is TBD.
[bookmark: _Toc481653334][bookmark: _Toc498537806]7.6	OTA oOut-of-band blocking	
Detailed structure of the subclause is TBD.
[bookmark: _Toc481653335][bookmark: _Toc498537807]7.7	OTA rReceiver spurious emissions
Detailed structure of the subclause is TBD.
[bookmark: _Toc481653336][bookmark: _Toc498537808]7.8	OTA rReceiver intermodulation
Detailed structure of the subclause is TBD.
[bookmark: _Toc481653337][bookmark: _Toc498537809]7.9	OTA iIn-channel selectivity
------------------------------ Next modified section ------------------------------
[bookmark: _Toc487413282][bookmark: _Toc498542770]8.1	General
Performance requirements are specified for a number of test environments and multipath channel classes.
Unless stated otherwise, performance requirements apply for a single carrier only. Performance requirements for a BS supporting carrier aggregation are defined in terms of single carrier requirements. The requirements only apply to those measurement channels that are supported by the base station.
In tests performed with signal generators a synchronization signal may be provided from the BS to the signal generator, to enable correct timing of the wanted signal.
For tests in clause 8 the transmitter may be OFF.
[bookmark: _Toc487413283][bookmark: _Toc498542771]8.2	OTA performance requirements for PUSCH
Detailed structure of the subclause is TBD.
[bookmark: _Toc487413356][bookmark: _Toc498542772]8.3	OTA performance requirements for PUCCH
[bookmark: _Toc487413461]Detailed structure of the subclause is TBD.
[bookmark: _Toc498542773]8.4	OTA performance requirements for PRACH
Detailed structure of the subclause is TBD.

------------------------------ End of modified sections ------------------------------
