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1 Introduction
A WF[1] on MSD analysis for LTE-NR DC UE was approved, where agreements on the MSD for LTE-NR DC UE between sub-6GHz and FR2 were:
Agreements in R4-170725 
· IMD problem : 
· No IMD problems are expected at both LTE bands and NR bands at FR2. Hence, not necessary for study on IMD problems for LTE-NR DC UE between sub-6GHz and FR2. 
· Harmonic problem : 
· Not allow sensitivity degradation by the high order harmonic problem (at least 7th harmonic order) in NR bands at FR2. For the lower order harmonic problem, RAN4 need further evaluation.
According to the WF, it is not necessary for study on IMD problems for the DC combination of DC_8A-n258A since no IMD problems are expected.

According to the co-existence study, lower than 7th harmonic order of Band 8 will not fall into Band n258, therefore sensitivity degradation is not allowed.
Based on the above, a text proposal is provided on ∆TIB and ∆RIB, MSD requirements for DC_8A-n258A_BCS0 for TR37.863-01-01[1]. 
2 Reference

[1] R4-1711578, WF on MSD analysis for LTE-NR DC UE, LG Electronics 
 [1] TR 37.863-01-01: Rel-15 Dual connectivity (DC) band combinations of LTE 1DL_1UL + one NR band, v0.3.0
Text Proposal

----- Start of TP -----
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6.43.4
∆TIB and ∆RIB values
For DC_8A-n258A, the (TIB,c and (RIB values are given in the tables below.

Table 6.43.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_8A-n258A
	8
	0

	
	n258
	0


Table 6.43.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_8A-n258A
	8
	0

	
	n258
	0


6.43.5
MSD

There is no IMD issue for own Rx range in this combination taking actual spectrum holding into account and the MSD requirement is shown in table 6.43.5-1.
Table 6.43.5-1: MSD for DC configuration
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA 

Configuration
	EUTRA band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode

	
	
	
	
	
	
	
	

	CA_8A-n258
	8
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD

	
	n258
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD


<< Unchanged sections omitted >>
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