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1. Overall Description:
RAN4 would like to thank RAN2 for the questions in “LS on enhanced CA utiliization” in R2-1712060 regarding the idle-mode inter-frequency measurement for Scell candidate.
RAN4 has discussed the UE impact of the idle-mode inter-frequency measurement for Scell candidate, and reached the following conclusion regarding the RAN2 question.

1) For measurements indicated from UE to eNB at connection setup, what kind of requirements could be defined (e.g. for measurement accuracy) for inter-frequency measurements done by UE during IDLE mode? 

[RAN4 response] 
· Requirement on the measurement accuracy and the minimum number of inter-frequency layers to measure may be defined.

2) Would there be any difference in measurement accuracy?  What would be acceptable measurement period for such inter-frequency measurements of potential SCells during IDLE mode?

[RAN4 response] 
· Such measurement may be performed aperiodically in a best effort manner, e.g., single measurement before or during the RRC connection, but no acceptable measurement period for the periodic measurement can be defined due to the power impact. 

· Aperiodic measurement may have the reduced measurement accuracy compared to the inter-frequency measurement performed in RRC_CONNECTED state.
2. Actions:

To RAN2
ACTION: 
RAN4 would like RAN2 to take the above RAN4 response in consideration for the enhanced CA utilization work.
3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN WG4 Meeting #AH-1801
22 Jan – 26 Jan  2018   
San Diego, US
TSG-RAN WG4 Meeting #86
26 Feb – 2 Mar   2018   
Athens, GR
