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Introduction
This contribution provides the text proposal on harmonic MSD for DC_3-n78 based on [1].
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Text Proposal for NR TR 37.863-01-01
<Start of Text Proposal>
6.5.5
MSD
Tables below  list the MSD required for the dual connectivity configuration due to IMD and 2nd harmonic.

	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	


Table 6.5.5-1: MSD for the DC configuration for IMD2 and 4
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA/NR DC 

Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_3A-n78A
	3
	1740
	5
	25
	1835
	TBD
	FDD
	IMD24

	
	
	
	
	
	
	TBD 5
	
	

	
	n78
	3575
	10
	25
	3575
	N/A
	TDD
	N/A

	
	n78
	3710
	10
	25
	3710
	N/A
	TDD
	N/A

	DC_3A-n78A
	3
	1765
	5
	25
	1860
	TBD
	FDD
	IMD44

	
	
	
	
	
	
	TBD 5
	
	

	
	n78
	3435
	10
	25
	3435
	N/A
	TDD
	N/A

	NOTE 1:
Both of the transmitters shall be set min(+20 dBm, PCMAX_L,c) as defined in subclause 6.2.5A

NOTE 2:
RBSTART = 0 

NOTE4:
This band is subject to IMD5 also which MSD is not specified.
NOTE 5:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


MSD values for Band n78 due to 2nd harmonic of Band 3 in LTE-NR DC_3-n78 are captured in Table 6.5.5-5. 

Table 6.5.5-2: MSD due to harmonic issue for DC_3-n78
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	3
	n781,2
	22.1
	18.9 
	17.1 
	15.9 
	
	12.9
	
	
	
	

	
	n783
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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 the channel bandwidth configured in the lower band.
NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.


Regarding the uplink configuration, 40MHz for n78 should be considered additionally. Therefore, 20MHz with 100RB allocation for Band 3 should be added. 

Table 6.5.5-3 Uplink configuration for the low band (exceptions) for E-UTRA
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	LTE-NR DC band combination
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	20 MHz
	Duplex mode

	DC_3-n78
	3
	
	
	12
	26
	39
	531
	1002
	FDD

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


<End of Text Proposal>
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