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Introduction
This document is a text proposal to 38.104 (clause 6.6.4.2.6) on basic limits for additional requirements for operating band unwanted emissions.
Text proposal
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----------------------------------------------------- NEXT SECTION --------------------------------------------------
6.6.4.2.5	Basic limits for Local Area BS (Category A and B)
For Local Area BS, emissions shall not exceed the maximum levels specified in Table 6.6.4.2.5-1.
Table 6.6.4.2.5-1: Local Area BS operating band unwanted emission limits 
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	

	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-37 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 10)
	100 kHz 

	[NOTE 1:   For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.]
[NOTE 2:	For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap]
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.


6.6.4.2.6	Basic limits for Additional requirements
[bookmark: _Toc486925402]6.6.4.2.6.1	Limits in FCC Title 47
In addition to the requirements in subclauses 6.6.4.2.2, 6.6.4.2.3, 6.6.4.2.4 and 6.6.4.2.5, the BS may have to comply with the applicable emission limits established by FCC Title 47 [8], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer. 
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