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1. Overall Description:

RAN4 would like to thank RAN2 for the LS on “RAN2 agreements for enhanced CA utilization WID”.

RAN4 would like to inform RAN2 that the work on euCA has started. On the questions, RAN4 would like to respond as follows:

Q1: For measurements indicated from UE to eNB at connection setup, what kind of requirements could be defined (e.g. for measurement accuracy) for inter-frequency measurements done by UE during IDLE mode? 

A1: RAN4 will investigate the possibility of defining a measurement accuracy requirement for inter-frequency measurements done by UE during IDLE mode for Scell candidates. The work is ongoing and RAN4 will inform RAN2 as necessary.
Q2: Would there be any difference in measurement accuracy?  What would be acceptable measurement period for such inter-frequency measurements of potential SCells during IDLE mode?

A2: RAN4 is still discussing the possible measurement accuracy and measurement period.
RAN4 would like to understand which measurements are envisioned for IDLE mode: CRS RSRP, CRS RSRQ, CRS RS-SINR. RAN4 would also like to understand further details of the valid timer mentioned in R2-1712060. For example, what is the anticipated value range for the valid timer, and does it apply if SCell candidates are broadcast in SIB5, or only if they are provided by dedicated signalling. RAN4 would also like to understand further details of the range of the number of inter-frequency layers to be provided to the UE.
2. Actions:
To: 3GPP TSG RAN WG4 group.

ACTION: 
RAN2 respectfully requests RAN4 to provide information on the following:

1) Which measurement quantities would be defined for IDLE mode measurements?

2) Further details of the valid timer, such as anticpated value range and whether valid timer is applicable if SCell candidates are broadcast in SIB5.

3) Further details on the anticipated number of inter-frequency layers the UE may be configured with in case of the dedicated RRC signaling or SIB5.
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