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1. Introduction
This paper provides text proposal for section 4.3 of TR 36.790 on regulatory framework.
4. References

[1] Part96-Citizen Broadband Radio Service, electronic Code of Federal Regulations, https://ecfr.io/Title-47/pt47.5.96;
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 4.3 Regulatory Framework
Part 96 of electronic Code of Federal Regulations (eCFR) [1] specified the following emissions limits for BSs and UEs in 3550-3700 MHz:
· The conducted power of any emission outside the fundamental emission (whether in or outside of the authorized band) shall not exceed−13 dBm/MHz within 0-10 MHz outside the edge of the assigned channel or of the combined contiguous assigned channels. 
· The conducted power of any emission shall not exceed −25 dBm/MHz at frequencies greater than 10 MHz from the assigned channel or combined contiguous channels’ edges down to 3530 MHz and up to 3720 MHz; and −40dBm/MHz below 3530 MHz or above 3720 MHz. 
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Figure 1 – Emission Limits (dBm/MHz)
A resolution bandwidth of 1 MHz or greater, except in the 1 MHz bands immediately outside and adjacent to the assigned channel, where it may be no less than 1% of the fundamental emission bandwidth (defined as the bandwidth outside which all emissions are attenuated at least 26 dB below the transmitter power) shall be employed.
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