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1. Overall Description:
RAN4 would like to thank RAN2 for the questions in “LS on reduced SCell activation time for enhanced CA utilization WID” in R2-1712079.
After discussion, RAN4 has reached the following conclusion regarding the RAN2 questions.

1) When activating an SCell, how long (in ms) does take for the UE to compute a valid CQI? 

[RAN4 response] 
· It takes up to 24ms (or 34ms) for UE to compute a valid CQI. Computing a valid CQI requires the completion of all prerequisite steps including RF switching, AGC settling, and the loop convergence. Existing RAN4 requirement of 24ms (or 34ms) on the SCell activation delay already has taken these into account.
2) If UE would be requested to compute and report CQI for deactivated SCell as proposed by R2-1710138, what kind of accuracy requirements would apply for UE when reporting these CQI measurements to eNB?
[RAN4 response] 
· CQI accuracy requirement for the deactivated Scell can be defined in a way similar to that of activated SCell in the carrier aggregation. 
· Accuracy requirement may be relaxed for the CQI reported for the deactivated Scell.

2. Actions:

To RAN2
ACTION: 
RAN4 would like RAN2 to take the above RAN4 response in consideration for the enhanced CA utilization work.
3. Date of Next TSG-RAN WG4 Meetings:
TSG-RAN WG4 Meeting #AH-1801
22 Jan – 26 Jan  2018   
San Diego, US
TSG-RAN WG4 Meeting #86
26 Feb – 2 Mar   2018   
Athens, GR
