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<Start of Changes>
5.5G
Operating bands for V2X Communication

E-UTRA V2X Communication is designed to operate in the the operating bands defined in Table 5.5G-1 for sidelink and in the operating bands in Table 5.5-1 for uplink/downlink except Band 46.
Table 5.5G-1 V2X operating band for sidelink
	E‑UTRA Operating Band
	E-UTRA V2X Operating Band
	V2X UE transmit
	V2X UE receive
	Duplex Mode
	Interface

	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	

	47
	47
	5855 MHz
	
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD
	PC5


E-UTRA V2X communication is designed to operate concurrent with sidelink and uplink/downlink on the operating bands combinations listed in Table 5.5G-2.
Table 5.5G-2 Inter-band con-current V2X operating bands
	V2X con-current band configuration
	E-UTRA or V2X Operating Band
	Interface
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	

	V2X_3-47
	3
	Uu
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	47
	PC5
	5855 MHz
	–
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD

	V2X_7-47
	7
	Uu
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	47
	PC5
	5855 MHz
	–
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD

	V2X_8-47
	8
	Uu
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	47
	PC5
	5855 MHz
	–
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD

	V2X_39-47
	39
	Uu
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD

	
	47
	PC5
	5855 MHz
	–
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD

	V2X_41-47
	41
	Uu
	2496 MHz
	–
	2690 MHz
	2496 MHz
	
	2690 MHz
	TDD

	
	47
	PC5
	5855 MHz
	–
	5925 MHz
	5855 MHz
	
	5925 MHz
	HD


E-UTRA V2X communication is also designed to operate for intra-band multi-carrier operation in the operating bands defined in Table 5.5G-3.

Table 5.5G-3: V2X intra-band multi-carrier operation

	V2X multi-carrier Band configuration
	V2X operating Band
	Interface

	V2X_47
	47
	PC5


<Next Section>
5.6G
Channel bandwidth for V2X Communication

5.6G.1
Channel bandwidths per operating band for V2X Communication

E-UTRA V2X Communication channel bandwidths and operating band is shown in Table 5.6G.1-1 for sidelink and in Table 5.6.1-1 for uplink/downlink except Band 46. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.

Table 5.6G.1-1: V2X Communciation channel bandwidth for sidelink
	E-UTRA V2X band / V2X channel bandwidth

	E-UTRA 

V2X Operating

 Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	47
	
	
	
	Yes
	
	Yes


For V2X inter-band con-current operation, the V2X Communication channel bandwidths for each operating band is specified in Table 5.6G.1-2.
Table 5.6G.1-2: Inter-band con-current V2X configurations and bandwidth combination sets

	V2X con-current band Configuration 
	E-UTRA or V2X operating Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum bandwidth [MHz]
	Bandwidth combination set

	V2X_3A-47A
	3
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_7A_47A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_8A-47A
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_39A-47A
	39
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	

	V2X_41A-47A
	41
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	47
	
	
	
	Yes
	
	Yes
	
	


V2X Bandwidth Class is specified in Table 5.6G.1-3 for V2X intra-band contiguous multi-carrier operation. 

Table 5.6G.1-3: V2X bandwidth classes and corresponding nominal guard bands

	V2X Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Number of contiguous CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	0.05BWChannel(1) - 0.5f1

	B
	25 < NRB,agg ≤ 100
	2
	[0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1]

	C
	100 < NRB,agg ≤ 200
	2
	NOTE 3

	D
	200 < NRB,agg ≤ 300
	3
	NOTE 3

	E
	300 < NRB,agg ≤ 400
	4
	NOTE 3

	F
	400 < NRB,agg ≤ 500
	5
	NOTE 3

	I
	700 < NRB,agg ≤ 800
	8
	NOTE 3

	NOTE 1:
BWChannel(j), j = 1, 2, 3, 4 is the channel bandwidth of an E-UTRA component carrier according to Table 5.6-1 and f1 = f for the downlink with f the subcarrier spacing while f1 = 0 for the uplink.

NOTE 2:
Void

NOTE 3:
Applicable for later releases.


For V2X intra-band multi-carrier operation, the V2X communication channel bandwidths for each operating band is specified in Table 5.6G.1-4.
Table 5.6G.1-4: V2X intra-band multi-carrier configurations

	
	V2X multi-carrier configuration / Bandwidth combination set

	V2X multi-carrier band Configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	V2X_47B
	10
	10
	
	
	
	20
	0


<End of Changes>














































































































































































































































































































































































































































































