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Introduction
In this paper we present the text proposal for the channel bandwidth definition for FR2.
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<<< Start of TP >>>
[bookmark: _Toc494203717][bookmark: _Hlk497146545]5.3	Channel Bandwidth
5.3.1	Maximum transmission bandwidth configuration
The maximum transmission bandwidth configuration NRB for each channel bandwidth and subcarrier spacing is specified in Table 5.3.1.-1
[bookmark: _Hlk497144372]Table 5.3.1-1: Maximum transmission bandwidth configuration NRB
	SCS [kHz]
	50MHz
	100MHz
	200MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N.A

	120
	32
	66
	132
	264



5.3.2	Minimum guardband and transmission bandwidth configuration
The minimum guardband for each channel bandwidth and subcarrier spacing is specified in Table 5.3.2-1 The relationship between the channel bandwidth, the guardband and the transmission bandwidth configuration is shown in Figure 5.3.2-1.
Table 5.3.2-1: Minimum Guradband
	SCS [kHz]
	50MHz
	100MHz
	200MHz
	400 MHz

	60
	2.564
	5.188
	10.436
	N/A

	120
	2.606
	5.158
	10.406
	20.902





Figure 5.3.2-1 Definition of channel bandwidth and transmission bandwidth configuration for one NR channel
The number of RBs configured in any channel bandwidth shall ensure that the minimum guardband specified in this clause is met. In the case that multiple numerologies are multiplexed in the same symbol, the minimum guardband is dictated by the subcarrier spacing of the respective edge RB.
5.4.3	RB alignment with Different Numerologies
The reference position on which the resource element 0 aligns among supported numerologies is provided in TBD
5.4.4	Channel bandwidth per Operating Band 
[bookmark: _GoBack]The requirements in this specification apply to the combination of channel bandwidths, subcarrier spacing and operating bands shown in Table 5.4.4.-1. The transmission bandwidth configuration in Table 5.6.1-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the TX and RX path.
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