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1   Background
In RAN4#84bis meeting, the topic about R13 Non-BL UE MPDCCH requirements was extensively discussed and the related CRs [1~3] were agreed with the requirements TBD. This paper resubmits the simulation results to finalize the R13 Non BL UE MPDCCH requirements.
2   Evaluation
2.1   2Rx

In this section, the simulation results of MPDCCH with 2Rx based on the agreed assumptions are provided in Figure 1.And the ideal and impairment simulation results are summarized in Table 1 and 2 respectively.
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Figure 1 MPDCCH simulation results for 2Rx
Table 1 SNR@ Pm-dsg =1% for 2Rx (ideal results)
	
	Mode A
	Mode B

	Duplex mode
	Repetition number
	SNR@ Pm-dsg =1%
	Repetition number
	SNR@ Pm-dsg =1%

	FDD
	8
	-9.3 dB
	32
	-16 dB

	TDD
	4
	-8.2 dB
	16
	-15.1 dB


Table 2 SNR@ Pm-dsg =1% for 2Rx (impairment results)

	
	Mode A
	Mode B

	Duplex mode
	Repetition number
	SNR@ Pm-dsg =1%
	Repetition number
	SNR@ Pm-dsg =1%

	FDD
	8
	-7.5 dB
	32
	-14.2 dB

	TDD
	4
	-6.4 dB
	16
	-13.3 dB


2.2   4Rx
In this section, the simulation results of MPDCCH with 4Rx based on the agreed assumptions are provided in Figure 2. And the simulation results are summarized in Table 2.
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Figure 2 MPDCCH simulation results for 4Rx

Table 3 SNR@ Pm-dsg =1% for 4Rx (ideal results)
	
	Mode A
	Mode B

	Duplex mode
	Repetition number
	SNR@Pm-dsg =1%
	Repetition number
	SNR@ Pm-dsg =1%

	FDD
	2
	-10.8 dB
	8
	- 15.6 dB

	TDD
	2
	- 10.6dB
	8
	- 15.7dB


Table 4 SNR@ Pm-dsg =1% for 4Rx (impairment results)
	
	Mode A
	Mode B

	Duplex mode
	Repetition number
	SNR@Pm-dsg =1%
	Repetition number
	SNR@ Pm-dsg =1%

	FDD
	2
	-9 dB
	8
	- 13.8 dB

	TDD
	2
	- 8.8 dB
	8
	- 13.9 dB


3   Conclusion
In this contribution, the simulation results for MPDCCH with 2Rx/4Rx are re-submitted to finalize the requirements. 
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