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Introduction
TP for TS 38.101 on introducing operating bands for NR-LTE DC including SUL band combination is provided according to the agreement as below:
Agreement:

We use “SUL” as the name for the table (Table X) that is to capture SUL band combinations (1 NR band with 1 SUL band) in 38.101-1. This table is different from the ones for CA or DC. It is FFS if this table can be used to capture other features in the future.

The CA/DC combination of two NR bands combined with 1 SUL band, i.e. 1 NR band + 1 SUL band (coming from Table X) together with an additional NR band can be captured in the CA/DC table.

Also, we want to use the same tables to capture SUL DC and other DC combinations in 38.101-3. 
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5.2
Operating bands 
5.2.1
General

NR is designed to operate in FR1 operating bands defined in TS 38.101-1 [X] and FR2 operating bands defined in TS 38.101-2 [Y]. LTE is designed to operate in operating bands defined in TS 36.101 [Z].

Editor’s note: The lists of specific NR operating bands and band combinations is maintained in TR 38.817-01 and will be merged into TS 38.101-3 in a future version.

5.2.2
Operating bands for CA and DC band combinations

5.2.2.1
Inter-band CA

NR carrier aggregation are designed to operate in the operating bands defined in Table 5.2.2.1‑1. The band combinations include at least one FR1 operating band and one FR2 operating band.

Table 5.2.2.1-1: Band combinations for NR CA

	NR CA Band
	NR Band

	CA_nX-nY
	nX, nY

	
	

	
	

	
	

	
	

	
	


5.2.2.2
NR-LTE DC
NR-LTE dual connectivity is designed to operate in the operating bands defined in Table 5.2.2.2‑1 and Table 5.2.2.2‑2. The band combinations include at least one LTE operating band.

Table 5.2.2.2-1: Band combinations for NR-LTE dual connectivity
	NR-LTE DC Band
	LTE Band
	NR Band

	DC_Z-nX-nY
	Z
	nX, nY

	DC_Z-SUL_nX-nY
	Z
	nX, nY

	
	
	

	
	
	

	
	
	


<End of Text Proposal>
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