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1. Introduction
In R4-1714088, the principle on introducing bands/band combinations in Rel-15 Specifications for NR by December 2017 is provided as shown below.

· For RAN4 NR core specification(s) by December 2017, only the bands or band combinations that meet the following criteria shall be introduced:

· The bands or band combinations have been captured in the latest version of Rel-15 NR WID approved in RAN#77. 

· The band or band combinations have been discussed by RAN4 #85, i.e., RAN4 contributions or TPs for such bands and band combinations have been submitted and discussed in RAN4 by RAN4 #85 (including RAN4 #85). 

· By June 2018, band and band combinations whose specific requirements remain still TBD shall be removed from Rel-15 specification(s).

· Those bands or band combinations that are not included in Rel-15 specifications can be supported by UEs in a release independent manner.

· Note which features can be supported in a release independent manner may be affected by RAN4 and the other WG’s progress in Rel15.
In this contribution, the bands or band combinations for NR, which meet the principle above and will be introduced into RAN4 NR core specifications by December 2017, are provided. 
2. List of new bands to be introduced for NR
In Table 2-1, the new bands are provided with the example contributions for each band, which discussed the requirements related to those bands in detail.
Table 2-1: List of new bands which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.
	Frequency range /LTE band 
	Agreed NR band number 
	Example contributions submitted by RAN#85 

	3.3-3.8 GHz 
	n78 
	R4-1712767, R4-1713002, R4-1712815, R4-1714374, R4-1712961, R4-1709871, R4-1714479

	3.3-4.2 GHz 
	n77 
	R4-1712510, R4-1713002, R4-1712815, R4-1714374, R4-1709871, R4-1714479

	4.4-5.0 GHz 
	n79 
	R4-1712816, R4-1711836, R4-1709871, R4-1714479

	24.25-27.5 GHz 
	n258 
	R4-1712936, R4-1712242, R4-1712243, R4-1709871, R4-1714479

	26.5-29.5 GHz 
	n257 
	R4-1712936, R4-1712242, R4-1712243, R4-1709871, R4-1714479 

	37-40 GHz 
	n260 
	R4-1709871, R4-1714479 

	Band 50 
	n50
	R4-1709871, R4-1714479

	Band 51 
	n51
	R4-1709871, R4-1714479

	Band 74 
	n74
	R4-1709871, R4-1714479

	Band 75 
	n75
	R4-1709871, R4-1714479

	Band 76 
	n76
	R4-1709871, R4-1714479

	Band 3 
	n3 
	R4-1709871, R4-1713549, R4-1713552, R4-1714479

	Band 7 
	n7
	R4-1709871, R4-1714479

	Band 8 
	n8
	R4-1709871, R4-1714479

	Band 20 
	n20
	R4-1709871, R4-1714479

	Band 28 
	n28
	R4-1709871, R4-1714479, R4-1712817, R4-1713546, R4-1712926, R4-1713546, R4-1711361

	Band 41 
	n41
	R4-1709871, R4-1714479, R4-1712286, R4-1712287, R4-1712285

	Band 66 
	n66
	R4-1709871, R4-1714479

	Band 1 
	n1
	R4-1709871, R4-1714479

	Band 70 
	n70
	R4-1709871, R4-1714479

	Band 71 
	n71 
	R4-1713631, R4-1709871, R4-1714479, R4-1714336, R4-1714052, R4-1714030, R4-1714001, R4-1713631, R4-1712749

	Band 5 
	n5 
	R4-1713182, R4-1709871, R4-1713182, R4-1714479

	Band 2 
	n2
	R4-1709871, R4-1714479

	Band 38 
	n38
	R4-1709871, R4-1714479

	1710-1785MHz SUL
	n80
	R4-1714426, R4-1714097, R4-1713512, R4-1714098, R4-1712943, R4-1714099, R4-1709871, R4-1714479, R4-1714052,

	880 - 915 MHz SUL
	n81
	R4-1714426, R4-1709871, R4-1714479

	832 - 862 MHz SUL
	n82
	R4-1714426, R4-1709871, R4-1714479

	703 - 748 MHz SUL
	n83
	R4-1714426, R4-1709871, R4-1714479

	1920 – 1980 MHz SUL
	n84
	R4-1714426, R4-1709871, R4-1714479


3. List of band combinations to be introduced for NR

In Table 3-1 through Table 3-6, the band combinations are provided as well as the example contributions in which the detailed requirements for those band combinations were discussed.
Table 3-1: List of New LTE-NR DC combinations of the WI for LTE 1 CC + NR 1 band combination, which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.

	Combination 
	Agreed Band combination number 
	Example contributions submitted by RAN#85 

	LTE 
	NR 
	
	

	1 
	3.3-4.2 GHz 
	DC_1A_n77A 
	R4-1713224, R4-1714007, R4-1714008, R4-1712817. R4-1714339, R4-1712894, R4-1708974

	1 
	3.3-3.8GHz 
	DC_1A_n78A
	R4-1714007, R4-1714008, R4-1712817, R4-1712895, R4-1708416, R4-1708983

	3 
	3.3-4.2 GHz 
	DC_3A_n77A
	R4-1714007, R4-1714008, R4-1712817. R4-1714339, R4-1712896, R4-1708975

	3 
	3.3-3.8GHz 
	DC_3A_n78A
	R4-1714007, R4-1714008, R4-1714172, R4-1712817. R4-1714339, R4-1712897, R4-1708418

	7 
	3.3-3.8 GHz 
	DC_7_n78 
	R4-1713224, R4-1712817, R4-1713259, R4-1709577

	5 
	3.3-3.8 GHz 
	DC_5A_n78 
	R4-1713224, R4-1713222, R4-1712213, R4-1714045, R4-1712817. R4-1712928

	8 
	3.3-3.8GHz 
	DC_8A_n78A
	R4-1713222, R4-1712268, R4-1712269, R4-1714025, R4-1712817, R4-1712910

	8 
	3.3-4.2GHz 
	DC_8A_n77A
	R4-1712160

	19 
	3.3-4.2 GHz 
	DC_19A_n77A
	R4-1714007, R4-1714008, R4-1712817, R4-1712929, R4-1710894, R4-1708976

	19 
	3.3-3.8 GHz 
	DC_19A_n78A
	R4-1714008, R4-1712817, R4-1712901, R4-1708977

	20 
	3.3-3.8 GHz 
	DC_20A_n78A
	R4-1714046, R4-1712817, R4-1712920, R4-1709660, R4-1709661

	21 
	3.3-4.2 GHz 
	DC_21A_n77A
	R4-1714008, R4-1712817, R4-1708987

	21 
	3.3-3.8 GHz 
	DC_21A_n78A
	R4-1714008, R4-1712817, R4-1708988

	26 
	3.3-4.2 GHz 
	DC_26A_n77A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1712929, R4-1710895

	26 
	3.3-3.8 GHz 
	DC_26A_n78A
	R4- 1712389, R4- 1713972, R4-1713222, R4-1712817, R4-1712904

	28 
	3.3-3.8 GHz 
	DC_28A_n78A
	R4-1713222, R4-1714007, R4-1714008, R4-1712817, R4-1712907, R4-1708066, R4-1708978

	28 
	3.3-4.2 GHz 
	DC_28A_n77A
	R4-1714007, R4-1714008, R4-1714173, R4-1712817, R4-1712906, R4-1708068, R4-1708979

	38 
	3.3 - 3.8 GHz 
	DC_38A_n78A
	R4-1712817, R4-1709593

	39 
	3.3-3.8 GHz 
	DC_39A_n78A
	R4-1712606, R4-1712817, R4-1712909, R4-1708981

	41 
	3.3-3.8 GHz 
	DC_41A_n78A
	R4-1712607, R4-1712817

	41 
	3.3-4.2GHz 
	DC_41A_n77A
	R4-1712161, R4-1714053, R4-1712817, 

	42 
	3.3-4.2 GHz 
	DC_42A_n77A
	R4-1714006, R4-1714008, R4-1712817, R4-1709811, R4-1708989

	42 
	3.3-3.8 GHz 
	DC_42A_n78A
	R4-1714006, R4-1714008, R4-1712817, R4-1709811, R4-1708990

	1 
	4.4-4.99GHz 
	DC_1A_n79A
	R4-1714008, R4-1712817, R4-1708894

	3 
	4.4-4.99GHz 
	DC_3A_n79A
	R4-1714008, R4-1712817, R4-1708895

	8 
	4.4-4.99GHz 
	DC_8A_n79
	R4-1712756, R4-1712758, R4-1712761, R4-1712817, R4-1712918, R4-1709507

	19 
	4.4-4.99GHz 
	DC_19A_n79A
	R4-1714007, R4-1714008, R4-1714173, R4-1712817, R4-1712902, R4-1708896

	21 
	4.4-4.99GHz 
	DC_21A_n79A
	R4-1714007, R4-1714008, R4-1712817, R4-1712903, R4-1708897

	26 
	4.4-4.99GHz 
	DC_26A_n79A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1712905

	28 
	4.4-4.99GHz 
	DC_28A_n79A
	R4-1714008, R4-1712817, R4-1712908, R4-1708898

	39 
	4.4-4.99GHz 
	DC_39A_n79A
	R4-1712608, R4-1712817

	41 
	4.4-4.99GHz 
	DC_41A_n79A
	R4-1712609, R4-1712817, R4-1712921, 

	42 
	4.4-4.99GHz 
	DC_42A_n79A
	R4-1714006, R4-1714008, R4-1712817, R4-1708899

	1 
	26.5-29.5GHz 
	DC_1A_n257
	R4-1714008, R4-1712817, R4-1712821, R4-1709759

	3 
	24.25 – 27.5 GHz 
	DC_3A_n258A
	R4-1712741, R4-1712817

	3 
	26.5-29.5GHz 
	DC_3A_n257
	R4-1714008, R4-1712817, R4-1712821, R4-1709760

	5 
	26.5-29.5GHz 
	DC_5A_n257A
	R4-1714086, R4-1712817, R4-1709680

	7 
	24.25 – 27.5 GHz 
	DC_7A_n258A
	R4-1712742, R4-1712817, R4-1709491

	7 
	26.5-29.5GHz 
	DC_7A_n257A
	R4-1712214, R4-1712817, R4-1710695

	8 
	24.25-27.5GHz 
	DC_8A_n258A
	R4-1712764, R4-1712817, R4-1709512

	8 
	26.5-29.5GHz 
	DC_8A_n257A
	R4-1712162

	19 
	26.5-29.5GHz 
	DC_19A_n257
	R4-1714008, R4-1712817, R4-1712821, R4-1709761

	21 
	26.5-29.5GHz 
	DC_21A_n257
	R4-1714008, R4-1712817, R4-1712821, R4-1709762

	26 
	26.5-29.5GHz 
	DC_26A_n257A
	R4- 1712389, R4- 1713972, R4-1712817

	28 
	24.25 – 27.5 GHz 
	DC_28A_n258A
	R4-1712743, R4-1712817, R4-1709492

	28 
	26.5-29.5GHz 
	DC_28A_n257A
	R4-1712163, R4-1714008, R4-1712817, R4-1712821, R4-1709763

	39 
	24.25-27.5GHz 
	DC_39A_n258A
	R4-1712610, R4-1712817, R4-1708982

	41 
	24.25-27.5GHz 
	DC_41A_n258A
	R4-1712611, R4-1712817, R4-1709437

	41 
	26.5-29.5GHz 
	DC_41A_n257A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1707279

	42 
	26.5-29.5GHz 
	DC_42A_n257
	R4-1714008, R4-1712817, R4-1712821, R4-1709764

	66 
	26.5 - 29.5 GHz 
	DC_66A_n257A
	R4-1712422, R4-1712817, R4-1710850

	1 
	28 
	DC_1A_n28
	R4-1712817, R4-1713546, R4-1712926, R4-1713546, R4-1711361

	3 
	7 
	DC_3A_n7A
	R4-1712512, R4-1712817, R4-1712927, R4-1710773

	3 
	28 
	DC_3A_n28
	R4-1712817, R4-1713548, R4-1711362

	7 
	28 
	DC_7A_n28
	R4-1712817, R4-1713550, R4-1711364

	25 
	41 
	DC_25A_n41A
	R4-1712286

	26 
	41 
	DC_26A_n41A
	R4-1712287

	41 
	41 
	DC_41A_n41A
	R4-1712285

	18 
	3.3-4.2 GHz 
	DC_18A_n77A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1712929, R4-1710893, R4-1710948, R4-1707211

	18 
	3.3-3.8 GHz 
	DC_18A_n78A
	R4- 1712389, R4- 1713972, R4-1712817, R4-171289, R4-1710949, R4-1707210

	18 
	4.4-4.99GHz 
	DC_18A_n79A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1712900, R4-1708968

	18 
	26.5-29.5GHz 
	DC_18A_n257A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1707213

	11 
	3.3-4.2 GHz 
	DC_11A_n77A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1710977, R4-1707190

	11 
	3.3-3.8 GHz 
	DC_11A_n78A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1710977, R4-1707189

	11 
	4.4-4.99GHz 
	DC_11A_n79A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1712898, R4-1710977, R4-1708967

	11 
	26.5-29.5GHz 
	DC_11A_n257A
	R4- 1712389, R4- 1713972, R4-1712817, R4-1710977, R4-1707209

	20 
	28 
	DC_20A_n28A
	R4-1714164, R4-1712817, R4-1711091, R4-1709594, R4-1708840

	71 
	n71 
	DC_71b_n71b
	R4-1712461, R4-1710849, R4-1714349, R4-1712461 

	66 
	n71 
	DC_66A_n71A
	R4-1714349, R4-1714045


Table 3-2: List of new LTE-NR DC combinations of the WI for LTE 2 CC + NR 1 band combination, which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.

	Combination 
	Agreed Band combination number 
	Example contributions submitted by RAN#85 

	LTE 2CC 
	NR 
	
	

	CA_41C 
	n41 
	DC_41C-n41A
	R4-1712288

	CA_3A-7A 
	3.3 – 3.8 GHz 
	DC_3A-7A-n78A
	R4-1712751, R4-1713446, R4-1709612

	CA_1A-5A 
	3.3 – 3.8 GHz 
	DC_1A-5A-n78A
	R4-1713224

	CA_5A-7A 
	3.3 – 3.8 GHz 
	DC_5A-7A-n78A
	R4-1713218, R4-1713446, R4-1713598, R4-1709681

	CA_1A-3A 
	3.3 – 4.2 GHz 
	DC_1A-3A-n77A
	R4-1713218, R4-1712823, R4-1713446, R4-1711077

	CA_1A-19A 
	3.3 – 4.2 GHz 
	DC_1A-19A-n77A
	R4-1713218, R4-1712823, R4-1713446, R4-1711078

	CA_1A-19A 
	3.3 – 3.8 GHz 
	DC_1A-19A-n78A
	R4-1712823, R4-1713446, R4-1710965

	CA_1A-21A 
	3.3 – 4.2 GHz 
	DC_1A-21A-n77A
	R4-1713218, R4-1712823, R4-1713446, R4-1711079

	CA_1A-21A 
	3.3 – 3.8 GHz 
	DC_1A-21A-n78A
	R4-1712823, R4-1713446, R4-1710966

	CA_3A-19A 
	3.3 – 4.2 GHz 
	DC_3A-19A-n77A
	R4-1712823, R4-1713446, R4-1711080

	CA_3A-19A 
	3.3 – 3.8 GHz 
	DC_3A-19A-n78A
	R4-1712823, R4-1713446, R4-1710967

	CA_3A-21A 
	3.3 – 4.2 GHz 
	DC_3A-21A-n77A
	R4-1713218, R4-1712823, R4-1713446, R4-1711081

	CA_3A-21A 
	3.3 – 3.8 GHz 
	DC_3A-21A-n78A
	R4-1712823, R4-1713446, R4-1710968

	CA_19A-21A 
	3.3 – 4.2 GHz 
	DC_19A-21A-n77A
	R4-1713218, R4-1712823, R4-1713446, R4-1711082

	CA_19A-21A 
	3.3 – 3.8 GHz 
	DC_19A-21A-n78A
	R4-1712823, R4-1713446, R4-1710969

	CA_1A-3A 
	4.4 – 4.99 GHz 
	DC_1A-3A-n79A
	R4-1713218, R4-1712823, R4-1713446, R4-1710978

	CA_1A-19A 
	4.4 – 4.99 GHz 
	DC_1A-19A-n79A
	R4-1713218, R4-1712823, R4-1713446, R4-1710979

	CA_1A-21A 
	4.4 – 4.99 GHz 
	DC_1A-21A-n79A
	R4-1712823, R4-1713446, R4-1710980

	CA_3A-19A 
	4.4 – 4.99 GHz 
	DC_3A-19A-n79A
	R4-1713218, R4-1712823, R4-1713446, R4-1710981

	CA_3A-21A 
	4.4 – 4.99 GHz 
	DC_3A-21A-n79A
	R4-1713218, R4-1712823, R4-1713446, R4-1710982

	CA_19A-21A 
	4.4 – 4.99 GHz 
	DC_19A-21A-n79A
	R4-1713218, R4-1712823, R4-1713446, R4-1710983

	CA_1A-3A 
	26.5 – 29.5 GHz 
	DC_1A-3A-n257A
	R4-1713187, R4-1710677

	CA_1A-19A 
	26.5 – 29.5 GHz 
	DC_1A-19A-n257A
	R4-1713187, R4-1711051

	CA_1A-21A 
	26.5 – 29.5 GHz 
	DC_1A-21A-n257A
	R4-1713187, R4-1713446, R4-1711052

	CA_3A-19A 
	26.5 – 29.5 GHz 
	DC_3A-19A-n257A
	R4-1713187, R4-1713446, R4-1711053

	CA_3A-21A 
	26.5 – 29.5 GHz 
	DC_3A-21A-n257A
	R4-1713187, R4-1713446, R4-1711054

	CA_19A-21A 
	26.5 – 29.5 GHz 
	DC_19A-21A-n257A
	R4-1713187, R4-1713446, R4-1711055

	CA_1A-3A 
	3.3 –3.8 GHz 
	DC_1A-3A-n78A
	R4-1713218, R4-1712823, R4-1713446, R4-1711838, R4-1710964, R4-1710696

	CA_1A-5A 
	3.3 –3.8 GHz 
	DC_1A-5A-n78A
	R4-1713446, R4-1713596, R4-1714332, R4-1710630

	CA_1A-7A 
	3.3 - 3.8  GHz 
	DC_1A-7A-n78A 
	R4-1713224, R4-1714087, R4-1713446

	CA_1A-3A 
	28 
	DC_1A-3A_n28
	R4-1713446, R4-1713551, R4-1711380

	CA_1A-7A 
	28 
	DC_1A-7A_n28
	R4-1713446, R4-1713553, R4-1711381

	CA_1A-20A 
	28 
	DC_1A-20A_n28
	R4-1713446, R4-1713554, R4-1711382

	CA_3A-7A 
	28 
	DC_3A-7A_n28
	R4-1713446, R4-1713555, R4-1711383

	CA_3A-20A 
	28 
	DC_3A-20A_n28
	R4-1713446, R4-1713567, R4-1711384

	CA_7A-20A 
	28 
	DC_7A-20A_n28
	R4-1713446, R4-1713568, R4-1711385

	CA_3A-5A 
	3.3-3.8 GHz 
	DC_3A-5A-n78A
	R4-1714174, R4-1713446, R4-1710697

	CA_7A-7A 
	3.3-3.8 GHz 
	DC_7A-7A-n78A
	R4-1714044, R4-1713446, R4-1710698

	CA_1A-3A 
	26.5-29.5GHz 
	DC_1A-3A-n257A
	R4-1712216, R4-1713446, R4-1711050

	CA_1A-5A 
	26.5-29.5GHz 
	DC_1A-5A-n257A
	R4-1712217, R4-1713446, R4-1710678

	CA_1A-7A 
	26.5-29.5GHz 
	DC_1A-7A-n257A
	R4-1712218, R4-1713446, R4-1710679

	CA_3A-5A 
	26.5-29.5GHz 
	DC_3A_5A-n257A
	R4-1712219, R4-1713446, R4-1710680

	CA_3A-7A 
	26.5-29.5GHz 
	DC_3A-7A-n257A
	R4-1712220, R4-1713446, R4-1710681

	CA_5A-7A 
	26.5-29.5GHz 
	DC_5A-7A-n257A
	R4-1712221, R4-1713446, R4-1710682

	CA_7A-7A 
	26.5-29.5GHz 
	DC_7A-7A-n257A
	R4-1712222, R4-1713446, R4-1710683

	CA_1A-20A 
	3.3 - 3.8 GHz 
	DC_1A-20A_n78A
	R4-1712750, R4-1713446, R4-1709597

	CA_3A-20A 
	3.3 - 3.8 GHz 
	DC_3A-20A_n78A
	R4-1712752, R4-1713446, R4-1709616

	CA_7A-20A 
	3.3 - 3.8 GHz 
	DC_7A-20A_n78A
	R4-1712787, R4-1713446, R4-1709650

	CA_3A-38A 
	3.3 - 3.8 GHz 
	DC_3A-38A-n78
	R4-1713446, R4-1710033, R4-1708984


Table 3-3: List of new LTE-NR DC combinations of the WI for LTE 3 CC + NR 1 band combination, which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.

	Combination 
	Agreed Band combination number
	Example contributions submitted by RAN#85 

	LTE 3CC 
	NR 
	
	

	CA_1A-3A-5A 
	3.3-3.8 GHz 
	DC_1A-3A-5A_ n78A
	R4-1712407, R4-1710631, R4-1710699

	CA_1A-3A-5A 
	26.5-29.5GHz 
	DC_1A-3A-5A_n257A
	R4-1712227, R4-1712407, R4-1710684

	CA_1A-3A-7A 
	3.3-3.8 GHz 
	DC_1A-3A-7A_n78A
	R4-1712407, R4-1712515, R4-1710700, R4-1711415

	CA_1A-3A-7A 
	26.5-29.5GHz 
	DC_1A-3A-7A_n257A
	R4-1712228, R4-1712407, R4-1710685

	CA_1A-3A-7A 
	n28 
	DC_1A-3A-7A_n28
	R4-1712407, R4-1713569, R4-1711389

	CA_1A-3A-20A 
	3.3-3.8 GHz 
	DC_1A-3A-20A_n78
	R4-1712407, R4-1712517, R4-1711416, R4-1708986

	CA_1A-3A-20A 
	n28 
	DC_1A-3A-20A_n28
	R4-1712407, R4-1713570, R4-1711390

	CA_1A-7A-20A 
	3.3-3.8 GHz 
	DC_1A-7A-20A_n78
	R4-1712407, R4-1712574, R4-1711417

	CA_1A-7A-20A 
	n28 
	DC_1A-7A-20A_n28
	R4-1712407, R4-1713571, R4-1711391

	CA_3A-7A-20A 
	3.3-3.8 GHz 
	DC_3A-7A-20A_n78
	R4-1712407, R4-1712612, R4-1711418

	CA_3A-7A-20A 
	n28 
	DC_3A-7A-20A_n28
	R4-1712407, R4-1713572, R4-1711392

	CA_1A-3A-19A 
	3.3 – 4.2 GHz 
	DC_1A-3A-19A_n77A
	R4-1712407, R4-1712824, R4-1711083

	CA_1A-3A-21A 
	3.3 – 4.2 GHz 
	DC_1A-3A-21A_n77A
	R4-1712407, R4-1712824, R4-1711084

	CA_1A-19A-21A 
	3.3 – 4.2 GHz 
	DC_1A-19A-21A_n77A
	R4-1712407, R4-1712824, R4-1711085

	CA_3A-19A-21A 
	3.3 – 4.2 GHz 
	DC_3A-19A-21A_n77A
	R4-1712407, R4-1712824, R4-1711086

	CA_1A-3A-19A 
	3.3 – 3.8 GHz 
	DC_1A-3A-19A_n78A
	R4-1712407, R4-1712824, R4-1710970

	CA_1A-3A-21A 
	3.3 – 3.8 GHz 
	DC_1A-3A-21A_n78A
	R4-1712407, R4-1712824, R4-1710971

	CA_1A-19A-21A 
	3.3 – 3.8 GHz 
	DC_1A-19A-21A_n78A
	R4-1712407, R4-1712824, R4-1710972

	CA_3A-19A-21A 
	3.3 – 3.8 GHz 
	DC_3A-19A-21A_n78A
	R4-1712407, R4-1712824, R4-1710973

	CA_1A-3A-19A 
	4.4 – 4.99 GHz 
	DC_1A-3A-19A_n79A
	R4-1712407, R4-1712824, R4-1710984

	CA_1A-3A-21A 
	4.4 – 4.99 GHz 
	DC_1A-3A-21A_n79A
	R4-1712407, R4-1712824, R4-1710985

	CA_1A-19A-21A 
	4.4 – 4.99 GHz 
	DC_1A-19A-21A_n79A
	R4-1712407, R4-1712824, R4-1710986

	CA_3A-19A-21A 
	4.4 – 4.99 GHz 
	DC_3A-19A-21A_n79A
	R4-1712407, R4-1712824, R4-1710987

	CA_1A-3A-19A 
	26.5 – 29.5 GHz 
	DC_1A-3A-19A_n257A
	R4-1712407, R4-1713188, R4-1711056

	CA_1A-3A-21A 
	26.5 – 29.5 GHz 
	DC_1A-3A-21A_n257A
	R4-1712407, R4-1713188, R4-1711057

	CA_1A-19A-21A 
	26.5 – 29.5 GHz 
	DC_1A-19A-21A_n257A
	R4-1712407, R4-1713188, R4-1711058

	CA_3A-19A-21A 
	26.5 – 29.5 GHz 
	DC_3A-19A-21A_n257A
	R4-1712407, R4-1713188, R4-1711059

	CA_3A-5A-7A 
	3.3-3.8GHz 
	DC_3A-5A-7A_n78A
	R4-1714175, R4-1712407, R4-1710701

	CA_3A-5A-7A 
	26.5-29.5GHz 
	DC_3A-5A-7A_n257A
	R4-1712230, R4-1712407, R4-1710687

	CA_3A-7A-7A 
	3.3-3.8GHz 
	DC_3A-7A-7A_n78A
	R4-1714176, R4-1712407, R4-1710702

	CA_3A-7A-7A 
	26.5-29.5GHz 
	DC_3A-7A-7A_n257A
	R4-1712231, R4-1712407, R4-1710688

	CA_5A-7A-7A 
	3.3-3.8GHz 
	DC_5A-7A-7A_n78A
	R4-1714042, R4-1712407, R4-1710703

	CA_5A-7A-7A 
	26.5-29.5GHz 
	DC_5A-7A-7A_n257A
	R4-1712232, R4-1712407, R4-1710689

	CA_41D 
	41 
	DC_41D_n41A
	R4-1712289

	CA_41C-41A 
	41 
	DC_41A-41C_n41A
	R4-1712290

	CA_1A-5A-7A 
	3.3 – 3.8 GHz 
	DC_1A-5A-7A_n78A 
	R4-1713224, R4-1712407, R4-1713599, R4-1710831, R4-1709682

	CA_1A-5A-7A 
	26.5-29.5GHz 
	DC_1A-5A-7A_n257A
	R4-1712229, R4-1712407, R4-1710686


Table 3-4: List of new LTE-NR DC combinations of the WI for LTE 4 CC + NR 1 band combination, which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.

	Combination
	Agreed Band combination number
	Example contributions submitted by RAN#85

	LTE 4CC
	NR
	
	

	CA_1A-3A-7A-20A
	3.3-3.8 GHz
	DC_1A-3A-7A-20A_n78
	R4-1712462, R4-1712746, R4-1710950, R4-1710034

	CA_1A-3A-19A-21A
	3.3-4.2 GHz
	DC_1A-3A-19A-21A_n77A
	R4-1712462, R4-1712825, R4-1711074, R4-1711087

	CA_1A-3A-19A-21A
	3.3-3.8 GHz
	DC_1A-3A-19A-21A_n78A
	R4-1712462, R4-1712825, R4-1711074, R4-1710974

	CA_1A-3A-19A-21A
	4.4-4.99GHz
	DC_1A-3A-19A-21A_n79A
	R4-1712462, R4-1712825, R4-1711074, R4-1710988

	CA_1A-3A-19A-21A
	26.5-29.5 GHz
	DC_1A-3A-19A-21A_n257A
	R4-1712462, R4-1713189, R4-1711060

	CA_41E
	41
	DC_41E_n41A
	R4-1712291

	CA_41A-41D
	41
	DC_41A-41D_n41A
	R4-1712293

	CA_41C-41C
	41
	DC_41C-41C_n41A
	R4-1712292

	CA_1A-3A-5A-7A
	3.3-3.8 GHz
	DC_1A-3A-5A-7A_n78A
	R4-1714177, R4-1712462, R4-1710690,

	CA_3A-5A-7A-7A
	3.3-3.8 GHz
	DC_3A-5A-7A-7A_n78A
	R4-1714178, R4-1712462, R4-1710691

	CA_1A-3A-5A-7A
	26.5-29.5GHz
	DC_1A-3A-5A-7A_n257A
	R4-1712225, R4-1712462, R4-1710692

	CA_3A-5A-7A-7A
	26.5-29.5GHz
	DC_3A-5A-7A-7A_n257A
	R4-1712226, R4-1712462, R4-1710693

	CA_1A-3A-7A-20A
	n28
	DC_1A-3A-7A-20A_n28
	R4-1712462, R4-1713573, R4-1710950, R4-1711394, R4-1709809


Table 3-5: List of new inter-band NR CA combination (2DL/1UL), which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.

	Combination
	Agreed band combination number
	Example contributions submitted by RAN#85

	NR1
	NR2
	
	

	n71
	26.5-29.5GHz
	CA_n71A_n257A
	R4-1712244, R4-1712244


Table 3-6: List of new band combination for UL sharing, which can be introduced into Rel-15 RAN4 NR core specifications by December 2017.

	Frequency ranges for NR 
	Agreed band combination number
	Example contributions submitted by RAN#85

	1710-1785MHz (UL)/3.3-4.2 GHz (DL&UL) 
	n80 + n78 (SUL_n78-n80) 
	R4-1712946, R4-1713512, R4-1711976, R4-1706677

	
	3+n80+n78 (DC_3_SUL_n78-n80) 
	R4-1712947, R4-1712943, R4-1713512, , R4-1714099, R4-1710566 

	NOTE1: The exact frequency range around 3.5GHz may be revised during R15 NR WI
NOTE2: The LTE-NR dual connectivity UE RF requirements with the same frequency ranges can be reused as the starting point for the above NR paired band.
NOTE3: Prioritize the work on conventional band arrangement and DC/NSA combinations until Dec. 2017 (Rel-15) followed by SA until June 2018
NOTE4: Start working on the specific requirements for LTE-NR co-existence with UL sharing when RAN1 has sufficient progress, and complete the work by RAN#80 (i.e. Jun. 2018) 
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