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RAN4 would like to thank RAN2 for the LS regarding the clarifications in MAC. RAN2 would like RAN4 to check the understanding in [1] and confirm whether they are correct for Action 1 and Action 3 from RAN4 point of view.
In RAN4#86 meeting, RAN4 has concluded on the Action 1 and Action 3, and would like to provide the following responses to RAN2:

[RAN2 question]:

Action 1 – In which specification to capture the delays for activation and deactivation of secondary cells

Upon discussing the delays used for activating and deactivating secondary cells where TS 38.321 refer to TS 38.213 it was discovered that in sub-clause 4.3 TS 38.213 refer back to the RRC specification TS 38.331 for the definition of the delays.

RAN2 believe that this is an erroneous reference and that the correct reference should be TS 38.133. RAN2 does not intend to include any value for the delay in TS 38.331.

RAN2 therefore asks

· RAN1 to investigate and if needed, update the reference to the correct specification.

· RAN4 to confirm that TS 38.133 will contain the delay for activation and deactivation of secondary cells.

 [RAN4 response]:
The discussion on activation and deactivation delay of secondary cells is ongoing in RAN4 and RAN4 would like to confirm that TS 38.133 will contain the delay for activation and deactivation of secondary cells. 
[RAN2 question]:
Action 3 – HARQ Feedback for SCell Activation and Deactivation

RAN2 has discussed the HARQ feedback when receiving a MAC CE for SCell Activation/Deactivation and captured the following text in TS 38.321 (similar text can be found in TS 36.321):

HARQ feedback for the MAC PDU containing SCell Activation/Deactivation MAC CE shall not be impacted by PCell, PSCell and PUCCH SCell interruptions due to SCell activation/deactivation in TS 38.133 [11].

The motivation of this text in LTE was to guarantee that the eNB can confirm whether UE received activation/deactivation MAC CE to determine when to start/stop monitoring the CSI for the SCell. The similar requirement should be needed also for the NR SCell unless RAN4 confirms the activation and deactivation is always completed before the ACK/NACK transmission for the MAC CE. RAN2 thinks the UE behaviour in NR should correspond the UE behaviour in LTE, as shown with the specification text above.

RAN2 therefore asks

· RAN4 to confirm that HARQ feedback for the MAC PDU containing SCell Activation/Deactivation MAC CE shall not be impacted by PCell, PSCell, and PUCCH SCell interruptions due to SCell activation/deactivation. 

[RAN4 response]:
RAN4 would like to confirm that HARQ feedback for the MAC PDU containing SCell Activation/Deactivation MAC CE shall not be impacted by PCell, PSCell, and PUCCH SCell interruptions due to SCell activation/deactivation.
2. Actions:
To RAN WG2:
RAN4 would like to respectfully ask RAN2 to take the above information in the future work.
3. Date of Next TSG RAN WG4 Meetings:

TSG RAN4 #86bis

16th Apr – 20th Apr. 2018

Melbourne, Australia

TSG RAN4 #87


21st May – 25th May 2018

Busan, Korea
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