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1 Introduction
This contribution provides some consideration on UL configuration for DC combinations with harmonic MSD.
2 Discussion

The UL configuration for REFSENS exceptions due to harmonic interference in current specification is copied as below:
Table 1: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	UL band
	DL band
	5 MHz


	10 MHz


	15 MHz


	20 MHz


	25 MHz


	30 MHz
	40 MHz


	50 MHz


	60 MHz


	80 MHz


	100 MHz



	1, 3
	n77
	12
	26
	39
	531, 1002
	
	
	
	
	
	
	

	n80, 3
	n78
	12
	26
	39
	531, 1002
	
	
	
	
	
	
	

	19
	n77
	8
	16
	25
	251, 252
	
	
	
	
	
	
	

	20
	n78
	8
	16
	25
	251, 252
	
	
	
	
	
	
	

	28
	n77

n78
	8
	16
	25
	251, 252
	
	
	
	
	
	
	

	NOTE 1:
The configuration is used for measurement of MSD for NR channel bandwidth of 20MHz.
NOTE 2:
The configuration is used for measurement of MSD for NR channel bandwidth of 40MHz.


It is noted that two different UL configurations are listed for 20MHz CBW. Compared to E-UTRA specification, it is not mentioned whether to CBW in the table is for the low band or high band, it may cause some ambiguity. Based on the format in current specification, it can be interpreted that the UL configuration is based on CBW for the low band. To make it clear, it would be better to give some additional clarification in the Table as what we did for E-UTRA specification. One alternative format of the table is given as below:
Table 2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz


	10 MHz


	15 MHz


	20 MHz


	25 MHz


	30 MHz
	40 MHz


	50 MHz


	60 MHz


	80 MHz


	100 MHz



	1, 3
	n77
	12
	26
	39
	53
	
	
	100
	
	
	
	

	n80, 3
	n78
	12
	26
	39
	53
	
	
	100
	
	
	
	

	19
	n77
	8
	16
	25
	25
	
	
	25
	
	
	
	

	20
	n78
	8
	16
	25
	25
	
	
	25
	
	
	
	

	28
	n77

n78
	8
	16
	25
	25
	
	
	25
	
	
	
	


Proposal It is proposed to make it clear that the channel BW is for high band in the table of Uplink configuration for reference sensitivity exceptions due to UL harmonic interference. 
3 Conclusion

Consideration on UL configuration for DC combinations with harmonic MSD is provided in this contribution.
Proposal It is proposed to make it clear that the channel BW is for high band in the table of Uplink configuration for reference sensitivity exceptions due to UL harmonic interference. 
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