3GPP TSG-RAN WG4 Meeting #86                                            R4-1801706
Athens, Greece, Feb 22- Mar 02, 2018
Source: 
Huawei, Hisilicon
Title: 
TP for 36.715-02-02: general harmonic and IMD study
Agenda Item:
6.6.2
Document for:
Approval
1 Introduction
This contribution provides a text proposal on general co-existence study for 2UL CA combinations based on [1]. 
References
[1] R4-1801531, Further consideration on co-existence study for 2UL band combinations, Huawei, HiSilicon.
Text Proposal for TR 36.715-02-02
<Start of Text Proposal>
5.1
Harmonics and IMD study for 2UL band combinations
For each 2UL band combination, the harmonic and IMD products can be calculated by the formula shown in Table 5.1-1. For 2UL inter-band CA, up to 3rd harmonics and up to 5th IMD shall be considered in the analysis.
Table 5.1-1: Harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|


When 2UL inter-band CA UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. 
Table 5.1-2: Harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Harmonic/IMD

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	
	US/Europe
	

	
	2400
	-
	2494
	
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	
	US
	

	
	5150
	-
	5350
	
	Europe
	

	
	5470
	-
	5725
	
	
	

	
	5150
	-
	5825
	
	Asia
	


<End of Text Proposal>
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