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	Introduction 
Regarding BS spectrum utilization section 5.3.3 of TS38.104, RAN4#AH-1801 meeting in this January endorsed [2] with a note as below in [1]:
=> Continue discussion on wording of “The number of RBs configured in any BS channel bandwidth shall ensure that the minimum guardband specified in this clause is met” in Feb meeting.
In this contribution, we further improve the wording of the sentence above to make it clear.
[bookmark: OLE_LINK17][bookmark: OLE_LINK18][bookmark: OLE_LINK102][bookmark: OLE_LINK103]Wording improvement
[bookmark: _GoBack]As we know the minimum guardband in section 5.3.3 means that a gNB is not allowed to allocate any PRB to transmit signal and not expected to receive any signal from UEs in the minimum guardband to make sure that the gNB could fulfil all NR TX/RX requirements specified in NR specifications. Here’s our proposal to make the wording in section 5.3.3 more clear: 
Proposal 1: Change the wording of “The number of RBs configured in any BS channel bandwidth shall ensure that the minimum guardband specified in this clause is met” to:
“Any configured PRB in any BS channel bandwidth is not allowed to have any overlap with the minimum guardband to ensure that all gNB TX/RX requirements specified in TS38.104 and other NR specifications could be met”.
Conclusions

Based on the discussions in this contribution, we have the following proposal:
Proposal 1: Change the wording of “The number of RBs configured in any BS channel bandwidth shall ensure that the minimum guardband specified in this clause is met” to:
“Any configured PRB in any BS channel bandwidth is not allowed to have any overlap with the minimum guardband to ensure that all gNB TX/RX requirements specified in TS38.104 and other NR specifications could be met”.
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