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<< Start of Change #1 >>
9.2.5.2
Measurement period for SSB based measurements
Editor’s Note : The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured is for further study. The requirements below have been derived without considering gap sharing when all SMTC occasion are fully overlapping with measurement gaps.
The measurement period for intrafrequency SSB based measurements without gaps is as shown in table 9.2.5.2-1, 9.2.5.2-2, 9.2.5.2-3 (deactivated SCell) or 9.2.5.2-4(deactivated SCell).

Table 9.2.5.2-1: Measurement period for intrafrequency SSB based measurements without gaps(Frequency FR1)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < SMTC periodicity
	max(200,[5] x SMTC period) Note 1

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.2-2: Measurement period for intrafrequency SSB based measurements without gaps(Frequency FR2)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < SMTC periodicity
	TBDNote 1

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.2-3: Measurement period for intrafrequency SSB based measurements without gaps (deactivated SCell) (Frequency range FR1)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < SMTC periodicity
	[5] x MeasCycleSCell

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…


Table 9.2.5.2-4: Measurement period for intrafrequency SSB based measurements without gaps (deactivated SCell) (Frequency range FR2)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < SMTC periodicity
	TBD

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…


9.2.5.3
Measurement period for CSI-RS based measurements
Editor’s Note : The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured are for further study. The requirements below have been derived without considering gap sharing when all CSI-RS resources are fully overlapping with measurement gaps.
The measurement period for intrafrequency CSI-RS based measurements without gaps is as shown in table 9.2.5.3-1, 9.2.5.3-2, 9.2.5.3-3 (deactivated SCell) or 9.2.5.3-4(deactivated SCell).

Table 9.2.5.3-1: Measurement period for intrafrequency CSI-RS based measurements without gaps (Frequency range FR1)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	max(TBD, [XCSI-RS] x CSI-RS period) Note 1

	DRX 
	TBD

	Note 1:
The value of CSI-RS period in the requirement is the CSI-RS periodicity configured for the CSI-RS resource being measured.


Table 9.2.5.3-2: Measurement period for intrafrequency CSI-RS based measurements without gaps (Frequency range FR2)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	TBDNote 1

	DRX cycle
	TBD

	Note 1:
The CSI-RS period in the requirement is the one configured for the CSI-RS resource being measured.


Table 9.2.5.3-3: Measurement period for intrafrequency CSI-RS based measurements without gaps, deactivated SCell (Frequency range FR1)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	[XCSI-RS] x MeasCycleSCell

	DRX cycle
	TBD


Table 9.2.5.3-4: Measurement period for intrafrequency CSI-RS based measurements without gaps, deactivated SCell (Frequency range FR2)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	TBD

	DRX cycle
	TBD


Where, the value of parameter XCSI-RS used in this clause is specified in Table 9.2.5.3-5.

Table 9.2.5.3-5: Value of parameter XCSI-RS
	Configuration
	Measurement bandwidth [RB]
	CSI-RS resource Density
	XCSI-RS

	0
	24
	1
	[10]

	1
	48
	1
	[TBD]

	2
	≥96
	1
	[TBD]

	3
	≥24
	3
	[3]


<< End of Change #1 >>
<< Start of Change #2 >>
9.2.6.3
Intrafrequency Measurement Period for SSB based measurements
Editor’s Note : The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured is for further study. . The impact of gap sharing between intrafrequency and interfrequency measurements has not been include in the requirements below.

The measurement period for FR1 intrafrequency SSB based measurements with gaps is as shown in table 9.2.6.3-1 or 9.2.6.3-3(deactivated Scell) 
The measurement period for FR2 intrafrequency SSB based measurements with gaps is as shown in table 9.2.6.3-2 or 9.2.6.3-4(deactivated Scell) 
Table 9.2.6.3-1: Measurement period for intrafrequency SSB based measurements with gaps(Frequency Range FR1)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < MGRP periodicity
	max(TBD,[5]x max(MRGP, SMTC period))

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…


	…
	…


Table 9.2.6.3-2: Measurement period for intrafrequency SSB based measurements with gaps(Frequency Range FR2)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < MGRP periodicity
	TBD

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…


Table 9.2.6.3-3: Measurement period for intrafrequency SSB based measurements with gaps, deactivated SCell (Frequency Range FR1)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < MGRP periodicity
	[5] x measCycleSCell

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…


Table 9.2.6.3-4: Measurement period for intrafrequency SSB based measurements with gaps, deactivated SCell (Frequency Range FR2)

	DRX cycle
	T SSB_measurement_period  

	No DRX, or DRX cycle < MGRP periodicity
	TBD

	DRX1 < DRX cycle≤ DRX2
	TBD

	…
	…

	…
	…


9.2.6.3
Intrafrequency Measurement period for CSI-RS based measurements
Editor’s Note: The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured are for further study. The impact of gap sharing between intrafrequency and interfrequency measurements has not been include in the requirements below.

The measurement period for intrafrequency CSI-RS based measurements with gaps is as shown in table 9.2.6.3-1, 9.2.6.3-2, 9.2.6.3-3 (deactivated SCell) or 9.2.6.3-4(deactivated SCell).

Table 9.2.6.3-1: Measurement period for intrafrequency CSI-RS based measurements with gaps (Frequency range FR1)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	max(TBD, [XCSI-RS] x max(MRGP, CSI-RS)) Note 1

	DRX 
	TBD

	Note 1:
The value of CSI-RS period in the requirement is the CSI-RS periodicity configured for the CSI-RS resource being measured.


Table 9.2.6.3-2: Measurement period for intrafrequency CSI-RS based measurements with gaps (Frequency range FR2)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	TBDNote 1

	DRX
	TBD

	Note 1:
The CSI-RS period in the requirement is the one configured for the CSI-RS resource being measured.


Table 9.2.6.3-3: Measurement period for intrafrequency CSI-RS based measurements with gaps, deactivated SCell (Frequency range FR1)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	[XCSI-RS] x MeasCycleSCell

	DRX
	TBD


Table 9.2.6.3-4: Measurement period for intrafrequency CSI-RS based measurements with gaps, deactivated SCell (Frequency range FR2)

	DRX cycle
	TCSI-RS_measurement_period  

	No DRX
	TBD

	DRX
	TBD


Where, the value of parameter XCSI-RS used in this clause is specified in Table 9.2.6.3-5.

Table 9.2.6.3-5: Value of parameter XCSI-RS
	Configuration
	Measurement bandwidth [RB]
	CSI-RS resource Density
	XCSI-RS

	0
	24
	1
	[10]

	1
	48
	1
	[TBD]

	2
	≥96
	1
	[TBD]

	3
	≥24
	3
	[3]


<< End of Change #2 >>
