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1. Introduction

This contribution proposes UL CA configurations and UE-to-UE co-existence tables for NR 2UL inter-band CA of n77/n78/n79 + n257.
2. Discussion
According to [1], required contents for introduction of 2UL inter-band NR CA of n77/n78/n79 + n257 into TS 38.101-3 are only UL CA configuration information and UE-to-UE co-existence tables. This observation comes from that adding UL CA including mmW band doesn’t generate any IMD impacts in sub6 bands (since these NR bands are TDD, IMD doesn’t matter for own Rx anyway).
Table 2-1: Inter-band NR CA configurations (two bands)
	NR CA

configuration
	Uplink NR CA

configuration

	CA_n77A-n257A
	CA_n77A-n257A

	CA_n78A-n257A
	CA_n78A-n257A

	CA_n79A-n257A
	CA_n79A-n257A


Table 2-2: Inter-band NR CA configurations (two bands)
	Uplink NR CA

configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n77A-n257A
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	CA_n78A-n257A
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS

	CA_n79A-n257A
	E-UTRA Band 1, 3, 5, 8, 11, 18, 19, 21, 28, 34, 39, 40, 41, 42, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	PHS


Proposal: The requirements above should be included in the draft CR provided by Ericsson (TR rapporteur) to complete these 2UL inter-band NR CA configurations in this meeting.
5. Conclusion

In order to complete 2UL inter-band NR CA of n77/n78/n79 + n257 in this meeting, we propose the following.
Proposal: The requirements above should be included in the draft CR provided by Ericsson (TR rapporteur) to complete these 2UL inter-band NR CA configurations in this meeting.
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