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5.4.3
Synchronization raster

5.4.3.1
Synchronization raster and numbering

The synchronization raster indicates the frequency positions of the synchronization block that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present. 

A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSREF with corresponding number GSCN. The parameters defining the SSREF and GSCN for all frequency ranges are in table 5.4.3.1-1.

The mapping between the SSREF and the corresponding resource element is given in subclause 5.4.3.2. The synchronization raster and the subcarrier spacing of the synchronization block is defined separately for each band.


	
	
	

	
	
	

	
	
	

	
	
	


Table 5.4.3.1-1: GSCN parameters for the global frequency raster
	Frequency range
	SS block frequency position SSREF
	GSCN
	Range of GSCN

	0 – 2700 MHz
	N * 900kHz + M *  Δsync kHz 
N=1:3000, M=-1:1
	3N + M - 1
	1 – 8999

	2400 – 24250 MHz
	2400 MHz + N * 1.44 MHz 
N= 0:15173
	9000 + N
	9000 – 24173

	24250 – 100000 MHz
	24250.08 MHz + N * 17.28 MHz 
N= 0:4383
	24174+ N
	24174– 28557

	NOTE 1: Δsync = 10 for Frequency ranges 869-894 MHz and 2110-2200 MHz. Otherwise Δsync = 5.


