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Introduction
This paper aims to inform RAN4 of that KDDI will propose new work item for 3UL CA in TSG RAN#80, which will be held in March, 2018.

Background
The number of CCs in DL CA has been increasing such as CA_1A-3A-42C, CA_1A-41C-42C, and so on.  UL CA is also available in several commercial markets but the number of CCs in UL CA is likely smaller than that of DL side.  This would be mainly due to technical difficulty of UE implementation to turn on multiple PAs simultaneously.  However, some UL CA configurations do not seem to be so difficult to realize such as UL CA_41C-42C with synchronized operation between Band 41 and Band 42 [1].  This implies that UL CA more than 2CCs with 2 bands would be realistic configurations.  With this in mind, we propose to start standardization of UL CA with 3CCs. 

Candidates of 3UL CA configurations in new WI, which will be proposed in RAN#80
In this new WI, we plan to propose configurations below.
· 3UL CA_1A-42C with 3DL CA_1A-42C, 4DL CA_1A-41A-42C and 5DL CA_1A-41C-42C
· 3UL CA_3A-42C with 3DL CA_3A-42C, 4DL CA_3A-41A-42C and 5DL CA_3A-41C-42C
· It is assumed that Band 41 and Band 42 are synchronized.
So far, we expect to finish above standardization in 3 months because technical studies in the past can be re-used.  Hence, work plan for this WI is to start March 2018 and to finish June 2018 as Rel-15 WI.
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Conclusion
In this contribution, RAN4 is notified that new WI will be proposed by KDDI in RAN#80.  The WI intends to standardize several 3UL CA configurations as shown in section 3.  
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