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10.6.3
Minimum requirement for single RAT UTRA operation

10.6.3.1
General minimum requirement


In addition to the following in-band and narrowband requirements, the general minimum requirements relating to out of band blocking defined for MSR in subclause 10.6.2.1 shall also be applied for single RAT UTRA operation.
The minimum requirement for in-band blocking and narrowband blocking UTRA operation is defined below:

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges applicable to each RIB.

For RIB supporting operation in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap and is equal to -7.5MHz/+7.5MHz, respectively.

For a RIB supporting operation in non-contiguous spectrum the narrowband blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 400kHz or 600kHz, depending on the operating band. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap and is equal to -200kHz/+200kHz or -300kHz/+300kHz, respectively.

For multi-band RIBs the requirement in the in-band blocking frequency range applies for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case Inter RF Bandwidth gap size is at least 15MHz. The interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -7.5MHz/+7.5MHz, respectively.

For multi-band RIBs the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 400kHz or 600kHz, depending on the operating band. The interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -200kHz/+200kHz or -300kHz/+300kHz, respectively.

For the wanted and interfering signal at the RIB, using the parameters in tables 10.6.4.1‑1 and 10.6.4.1‑2, the following requirements shall be met:

-
For any UTRA FDD carrier, the BER shall not exceed 0,001 for the reference measurement channel defined in 3GPP TS 25.104 [6], subclause 7.2.1.
The OTA levels are applied referenced to 2 antenna gain offsets ΔOTAREFSENS and ΔminSENS.

Table 10.6.3.1-1: In-band blocking requirement for Single RAT UTRA AAS BS
	Base Station Type
	Mean power of interfering signal [dBm]
	Wanted Signal mean power [dBm]
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	Wide Area BS
	-40- ΔOTAREFSENS
	EISREFSENS + 6 dB 
	±10MHz
	WCDMA signal (NOTE 1)

	
	-40 – ΔminSENS
	EISminSENS + 6 dB 
	
	

	Medium Range BS
	-35 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	
	

	
	-35 – ΔminSENS
	EISminSENS + 6 dB  
	
	

	Local Area BS
	-30 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	
	

	
	-30 – ΔminSENS
	EISminSENS + 6 dB
	
	

	NOTE 1:
The characteristics of the W-CDMA interference signal are specified in Annex C of TS 25.104 [6].
NOTE 2:
For multi-band RIBs, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, and not in an adjacent or overlapping band, the wanted Signal mean power is equal to -119.6- ΔOTAREFSENS dBm or -119.6- ΔOTAREFSENSas appropriate


NOTE:
Table 10.6.4.1 assumes that two operating bands, where the downlink frequencies (see subclause 4.6) of one band would be within the in-band blocking region of the other band, are not deployed  in the same geographical area.
Table 10.6.3.1-2: Blocking performance requirement (narrowband) for Single RAT UTRA AAS BS

	Base Station Type
	Mean power of interfering signal [dBm]
	Wanted Signal mean power [dBm]
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	Wide Area BS
	-47- ΔOTAREFSENS
	EISREFSENS + 6 dB 
	±2.7 MHz (NOTE 2)

±2.8 MHz (NOTE 3)
	GMSK modulated (NOTE 1)

	
	-47 – ΔminSENS
	EISminSENS + 6 dB 
	
	

	Medium Range BS
	-42 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	
	

	
	-42 – ΔminSENS
	EISminSENS + 6 dB  
	
	

	Local Area BS
	-37 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	
	

	
	-37 – ΔminSENS
	EISminSENS + 6 dB
	
	

	NOTE 1:
GMSK modulation as defined in TS 45.004 [26].

NOTE 2:   applies for bands II,IV,V,VIII,X,XII,XIV,XXV,XXVI

NOTE 3:   applies for bands III,VIII


------------------- Next changed section -------------------
10.6.4
Minimum requirement for single RAT E-UTRA operation

10.6.4.1
General minimum requirement


In addition to the following in-band and narrowband requirements, the general minimum requirements relating to out of band blocking defined for MSR in subclause 10.6.2.1 shall also be applied for single RAT E-UTRA operation.

The minimum requirement for in-band blocking E-UTRA operation is defined below:

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges applicable to each RIB.

For RIB supporting operation in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15 MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For multi-band RIBs, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 15 MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For the wanted and interfering signal at the RIB, using the parameters in tables 10.6.4.1‑1 and 10.6.4.1‑2, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channel defined in 3GPP TS 36.104 [8], subclause 7.2.1.

The OTA levels are applied referenced to 2 antenna gain offsets ΔOTAREFSENS and ΔminSENS.

For multi-band RIBs, the requirement applies according to table 10.6.4.1-1 for the in-band blocking frequency ranges of each supported operating band.

Table 10.6.4.1-1: In-band blocking requirement for single RAT E-UTRA

	Base Station Type
	Mean power of interfering signal [dBm]
	Wanted Signal mean power [dBm]

(NOTE 1,2)
	Centre Frequency of Interfering Signal
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge or edge of sub-block inside a gap [MHz]

	Wide Area BS
	-43 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	See table 10.6.2.1-2
	See table 10.6.2.1-2

	
	-43 – ΔminSENS
	EISminSENS + 6 dB 
	
	

	Medium Range BS
	-38 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	
	

	
	-38 – ΔminSENS
	EISminSENS + 6 dB  
	
	

	Local Area BS
	-35 - ΔOTAREFSENS
	EISREFSENS + 6 dB 
	
	

	
	-35 – ΔminSENS
	EISminSENS + 6 dB
	
	

	NOTE 1:
EISREFSENS and EISminSENS depend on the RAT, the BS class and on the channel bandwidth, see subclauses 10.3 and 10.2.

NOTE 2:
For multi-band RIBs, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, and not in an adjacent or overlapping band, the wanted signal mean power is equal to EISREFSENS +1.4dB or EISminSENS +1.4 dB as appropriate 


Table 10.6.4.1-2: Interfering signals for single RAT E-UTRA in-band blocking performance requirement

	E-UTRA

channel BW of the lowest/highest carrier received [MHz]
	Interfering signal centre frequency minimum offset to  the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [MHz]
	Type of interfering signal

	1.4
	±2.1
	1.4 MHz E-UTRA signal

	3
	±4.5
	3 MHz E-UTRA signal

	5
	±7.5
	5 MHz E-UTRA signal

	10
	±7.5
	5 MHz E-UTRA signal

	15
	±7.5
	5 MHz E-UTRA signal

	20
	±7.5
	5 MHz E-UTRA signal 

	20
	±30
	20 MHz E-UTRA signal 


