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<Start of Changes>
5.3
BS channel bandwidth
5.3.1
General

The BS channel bandwidth supports a single NR RF carrier in the uplink or downlink at the Base Station. Different UE channel bandwidths may be supported within the same spectrum for transmitting to and receiving from UEs connected to the BS. The placement of the UE channel bandwidth is flexible but can only be completely within the BS channel bandwidth. The BS shall be able to transmit to and/or receive from one or more UE Bandwidth parts that are smaller than or equal to the number of carrier resource blocks on the RF carrier, in any part of the carrier resource blocks.
5.3.2
Transmission bandwidth configuration

The transmission bandwidth configuration NRB for each BS channel bandwidth and subcarrier spacing is specified in table 5.3.2.-1 for FR1 and table 5.3.2-2 for FR2.

Table 5.3.2-1: Transmission bandwidth configuration NRB for FR1
	SCS [kHz]
	5
MHz
	10
MHz
	15
MHz
	

	20 MHz
	25 MHz
	30

MHz
	40 MHz
	50 MHz
	60 MHz
	70

MHz
	80 MHz
	90

MHz
	100 MHz

	
	NRB
	NRB
	NRB
	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	
	106
	133
	[160]
	216
	270
	N.A
	N.A
	N.A
	N.A
	N.A

	30
	11
	24
	38
	
	51
	65
	[78]
	106
	133
	162
	[189]
	217
	[245]
	273

	60
	N.A
	11
	18
	
	24
	31
	[38]
	51
	65
	79
	[93]
	107
	[121]
	135


Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS [kHz]
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N.A

	120
	32
	66
	132
	264


5.3.3
Minimum guardband and transmission bandwidth configuration

The minimum guardband for each BS channel bandwidth and SCS is specified in table 5.3.3-1 for FR1 and in table 5.3.3-2 for FR2. 

Table 5.3.3-1: Minimum guardband [kHz] (FR1)
	SCS [kHz]
	5
MHz
	10
MHz
	15
MHz
	20 
MHz
	25 
MHz
	30 
MHz
	40 
MHz
	50 
MHz
	60 
MHz
	70 
MHz
	80 
MHz
	90 
MHz
	100 
MHz

	15
	242.5
	312.5
	382.5
	452.5
	522.5
	[592.5]
	552.5
	692.5
	N.A
	N.A
	N.A
	N.A
	N.A

	30
	505
	665
	645
	805
	785
	[945]
	905
	1045
	825
	[965]
	925
	[885]
	845

	60
	N.A
	1010
	990
	1330
	1310
	[1290]
	1610
	1570
	1530
	[1490]
	1450
	[1410]
	1370


Table: 5.3.3-2: Minimum guardband [kHz] (FR2)
	SCS [kHz]
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	60
	1210
	2450
	4930
	N.A

	120
	1900
	2420
	4900
	9860


Any PRB that fully or partially overlaps the guardband is not required to be used.
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Figure 5.3.3-1: BS PRB utilization

In the case that multiple numerologies are multiplexed in the same symbol, the minimum guardband  on each side of the carrier is the guardband applied at the configured BS channel bandwidth for the numerology that is transmitted/received immediately adjacent to the guard band. 
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Figure 5.3.3-2: Guard band definition when transmitting multiple numerologies
NOTE:
Figure 5.3.3-2 is not intended to imply the size of any guard between the two numerologies. Inter-numerology guard band within the carrier is implementation dependent.

<End of Changes>
