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1. Introduction
This is a text proposal for 37.863-01-01 for removing the brackets for 50 MHz in 120 kHz SCS for DC_66A_n257A.
2. Text Proposal for TR 37.863-01-01
---Start of changes---
[bookmark: _Toc495923780][bookmark: _Toc500345039]6.62.2	Channel bandwidths per operating band for DC
Table 6.62.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band 
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
[kHz]
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	[40
MHz]
	50
MHz
	[60
MHz]
	80
MHz
	100 MHz
	[200 MHz]
	400 MHz
	Maximum aggregated bandwidth
[MHz]

	DC_66A_n257A
	66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	420

	
	n257
	60
	
	
	
	
	
	Yes
	
	
	Yes
	Yes
	
	

	
	
	120
	
	
	
	
	
	[Yes]
	
	
	Yes
	Yes
	Yes
	


---End of changes---
3GPP
