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	Reason for change:
	1) As described in the related discussion paper (R4-1802323), all test cases for mmWave frequency range shall be carried out with OTA test system. However there is a concern with texts in E.2.1 which mandate to fulfill all the requirements under the extreme temperature conditions.
2) Typo


	
	

	Summary of change:
	1)  Change the text which allows to limit an applicability of extreme conditions to test cases. 
2)  Corrected from ⁰C to (C

	
	

	Consequences if not approved:
	1) There might be test cases which remain unfeasible.
2) Typo remains in the spec.
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	Other comments:
	


<< Unchanged sections omitted >>
E.2
Environmental

The requirements in this clause apply to all types of UE(s).
E.2.1
Temperature

All RF requirements for UEs operating in FR2 are defined over the air and can only be tested in an OTA chamber. 

The UE shall fulfill selected requirements in the temperature range defined in Table E.2.1-1.

Table E.2.1-1: Temperature conditions

	+ 25(C ± [10] (C 
	For normal (room temperature) conditions with relative humidity of 25% to 75%

	-10(C to +55(C
	For extreme conditions


Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in clause 6.2 for extreme operation.
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