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	Reason for change:
	Current subclause structure for transmitter spurious emissions basic limits is as below.
6.6.5.2.1 Tx spurious emissions

6.6.5.2.2 Protection of the BS receiver of own or different BS
6.6.5.2.3 Additional spurious emissions requirements
6.6.5.2.4 Co-location with other base stations
This implies 6.6.5.2.1 is for Tx spurious emissions, but other subclauses are not for Tx spurious emissions.

To solve this issue, the subclause title for 6.6.5.2.1 shall be changed to be in line with 9.7.5.3.2 for OTA transmitter spurious emissions for BS type 2-O in 9.7.5.3.2.
It is same story for OTA transmitter spurious emissions requirements for BS type 1-O in subclause 9.7.5.2.2.

	
	

	Summary of change:
	Subclause titles in 6.6.5.2.1 and 9.7.5.2.2 are changed.

  6.6.5.2.1 Tx spurious emissions → General transmitter spurious emissions requirements

  9.7.5.2.2 Tx spurious emissions → General OTA transmitter spurious emissions requirements
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	Subclause titles are interpreted incorrectly
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--------------Start of change------------
6.6.5.2
Basic limits

6.6.5.2.1
General transmitter spurious emissions requirements
The limits of either table 6.6.5.2.1-1 (Category A limits) or table 6.6.5. 2.1-2 (Category B limits) shall apply. The application of either Category A or Category B limits shall be the same as for Operating band unwanted emissions in subclause 6.6.4.

Table 6.6.5.2.1-1: BS spurious emission limits in FR1, Category A

	Spurious frequency range
	 Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	-13 dBm
	1 kHz
	Note 1

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz   12.75 GHz
	
	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	NOTE 1:
Measurement bandwidths as in ITU-R SM.329 [2], s4.1.

NOTE 2:
Upper frequency as in ITU-R SM.329 [2], s2.5 table 1. 

NOTE 3: 
Applies only for operating bands for which the 5th harmonic of the upper frequency edge is reaching beyond 12.75 GHz.


Table 6.6.5.2.1-2: BS spurious emission limits in FR1, Category B

	Spurious frequency range
	Basic limit
	Measurement bandwidth
	Notes

	9 kHz – 150 kHz
	-36 dBm
	1 kHz
	Note 1

	150 kHz – 30 MHz
	
	10 kHz 
	Note 1

	30 MHz – 1 GHz
	
	100 kHz
	Note 1

	1 GHz – 12.75 GHz
	-30 dBm


	1 MHz
	Note 1, Note 2

	12.75 GHz – 5th harmonic of the upper frequency edge of the operating band in GHz
	
	1 MHz
	Note 1, Note 2, Note 3

	NOTE 1:
Measurement bandwidths as in ITU-R SM.329 [2], s4.1.

NOTE 2:
Upper frequency as in ITU-R SM.329 [2], s2.5 table 1. 

NOTE 3: 
Applies only for operating bands for which the 5th harmonic of the upper frequency edge is reaching beyond 12.75 GHz.


--------------Unchanged sections omitted------------
9.7.5.2.2
General OTA transmitter spurious emissions requirements
The Tx spurious emissions requirements for BS type 1-O are that for each applicable basic limit in subclause 6.6.5.2.1, the TRP of any spurious emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB, unless stated differently in regional regulation.
--------------End of change------------
